
DRIVING VISUAL INNOVATION

セキュリティ &
プロ A/V ディスプレイ



スマートAD, IP &アナログ・パブリックビューモニター(PVM)
プロフェッショナルCCTVモニター
ビデオウオールモニター、コントローラー、マルチビューワー
IP 入力・出力モニター
ハイブリッドDVRとカメラ
セキュリティ、監視、マシンビジョン用レンズ
モニター取付用マウント各種

弊社は次の分野において高品位な製
品を提供しています。



ViewZ は小プロフェッショナルな設営に必要な最
新の映像と表示機材を提供するための最先端な設
計と製造技術を備えています。１５年のディスプ
レイ経験と工業規格にあった弊社のLCDとLEDモニ
ターは世界のどこでも通用する品質を確保してい
ます。

ViewZは小型のデスクトップ型から大型ビデオウ
オールディスプレイまで100種類以上のセキュリ
ティーモニター製造のスペシャリストです。

ViewZのモニターは、長寿命と白バランス維持の
為LEDバックライトを採用し、重厚あるメタル筐
体、２４時間運用のセキュリティ対応、IPネッ
トワークへのコネクティビティを考慮した特徴
を備えています。
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民生機器と異なり、ViewZモニターは連続運用出来るように設計
されています。万が一商品に不備があった場合、前もって交換
する３年保証をオファーしています。

ViewZは自社ブランドだけでなく、多くのブランドでのプライ
ベートラベルの提案をしています。 

テクニカルサポート

事前交換プログラム
製品に万が一不備があった場合、
重要なお客様の為、前もって交換
品を手配します。

製品に関わる質問、トラブル又
は意見等、弊社のフレンドリー
なテクニカルアドバイザーが対
応します。

３年保証、修理サービス
とテクニカルサポート
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Curved Monitor 22 - 23

目次

パブリックビューモニター

IP 入力・出力モニター

４分割４Kモニタ〡
インターラクティブ・タッチスクリーンモニター

4K モニター

スマートADモニター : 13” ~ 43”

IP 出力モニター
IP 入力モニター

IP パブリックビューモニター : 10” ~ 32”
IP PVM VMS パートナー
フルHD パブリックビューモニター : 10” ~ 32”

CCTVセキュリティーモニター
工業グレード

CCTVビデオウオールコントローラー
IP-Based CCTV Video Wall Controllers
マルチビューワー : 4 ~ 16 Channels
ビデオウオールモニター : 49” ~ 55”
ビデオウオール付属品

CCTV ビデオウオール

フルHDカメラ - 3G-SDI / AHD / TVI / CVI / CVBS
ハイブリッド DVR - 6/16 ch AHD / TVI / CVBS

CCTV カメラと HD DVR

メガピクセルレンズ
標準レンズ

レンズ

壁取付金具
天井取付金具

取付金具

電源各種

製品応用例
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弊社のIP PVMとHD PVMパブリックビューモニターには２MPのカメラを内
蔵しており、フルHDの映像を表示します。従来のアナログ記録装置にも
対応するようにアナログCVBS信号も同時に出力し、さらにIP PVMは
ONVIF対応のIP信号も出力しますので、ネットワーク経由にて外部のVMS
ソフト、またはNVRとの接続も可能にします。  

オプションのメディアプレーヤーを搭載することにより、デジ
タル宣伝効果も得られ、従来の損害防止用途に加え、販売店舗
で 必須なデジタルサイネージへの応用が可能です。 



PV
M

 - Pu
b

lic
 V

iew
 M

o
n

ito
rs

7Driving Visual Innovation714-996-1177

ViewZのPVMは全面のLED色を青、赤、紫で点滅さ
せ注意を促すことができます。また"Recording
in Progress"というメッセージを５か国語で表示
し、万引き予防に役立ちます。

LED 点滅とスクリーン表示

搭載しているSDカードスロット又はUSBコネクター
経由で広告を表示できるメディアプレーヤーをオ
プションで内部に搭載できます。これにより内部
のモーション機能を使い、内部のカメラ映像と広
告を自動切換えが可能です。

ディジタルサイネージ

DCオートアイリス対応バリフォーカルレンズ
(2.8mm-12mm)付きフルHDカメラを搭載してい
ますので、室内の明るさを気にせず、必要な
取り込みエリアを確保できます。(小型10イ
ンチ版はその用途から固定レンズを搭載して
います)また従来のアナログカメラをご使用
の場合、そのカメラも入力出来、PIP表示が
可能です。

２メガピクセルカメラ搭載

OEM供給として認知度の高いViewZ社は、最小限
の数量から顧客ロゴをシルクスクリーンし供給
します。

プレイべートラベル又は顧客使用

設置工事の容易性
全ての機種は、デュアル電圧に対応して
おり、AC100Vだけでなく、DC２４Vにも
対応しています。別売もVZ-DC24-320電
源を使用することにより、DC24Vの電源
を100メートル以上延長することが可能
です。 また各種取付金具、長さ延長可能
な天井ポール金具も用意しています。

いかなる角度からでもはっきりと見えるよ
うに最大の視野角をもつIPSパネルを全機
種に採用しています。

IPSパネル採用

主な特徴とハイライト
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次世代店舗環境を見据えたディジタルサイ
ネージとセキュリティを兼ね揃えたパブ
リックビューモニター（PVM)です。

スマートAD



DISPLAY

INTERFACE

Camera

Android Board Spec

GENERAL

Screen Size (Max. Resolu�on)

Model Name

Pixel Pitch
Brightness
Contrast / Aspect Ra�o
Viewing Angle (H/V)
Display Color
Response Time

RJ 45 (TCP/IP)
CVBS (Camera) Out
Audio Out
SD Card (TF) In

Special Feature
Built in Speaker

Opera�ng Temperature
Regula�on
Transmi�er - IR Remote Control
Compa�ble Mounts - Wall
Compa�ble Mounts - Ceiling

Electrical Ra�ngs / Consump�on

Camera Type
Image Sensor / Encoder Chipset
Lens
Max. Resolu�on
Video Compression
Video Out

Ethernet / Web Applica�on
Network Protocol
Integra�on Protocol
Func�on

Android OS
CPU
RAM

Outline Dimension (W x H x D)
Net Weight / Gross Weight
Mount

USB In 

P.o.E. (12V DC/3A) | ≤ 12 W

3W x 2

5.4 lbs ( 2.45 kg ) / 7.93 lbs ( 3.6 kg )
VESA 100 x 100 ( M4 x L10 )

14 ~ 122°F / -10 ~ 50°C

Mo�on Detec�on

8.33 x 13.78 x 1.38” (211.8 x 350.1 x 35.3 mm)

13.3” (1080 x 1920 @60Hz)
0.153 mm x 0.153 mm

250cd/m² (Typical)
800 : 1 / 9 : 16

170° / 170°

< 30 ms
262 K

VZ-PVM-P1B3 / PVM-P1W3 VZ-PVM-P2B3 / PVM-P2W3 VZ-PVM-P4B3 / PVM-P4W3
Smart AD PVM

VZ-PVM-P5B3 / PVM-P5W3

VZ-AM02-A, VZ-SM01, VZ-SCM
VZ-CM308

P.o.E. (12V DC/3A) | ≤ 12 W

3W x 2

6.61 lbs ( 3 kg ) / 9.25 lbs ( 4.2 kg )
VESA 100 x 100 ( M4 x L10 )

14 ~ 122°F / -10 ~ 50°C

Ver. 6.1.
RTD1295 Quad Core, ARM Cortex-A53 64bit

2GB DDR3

9.39 x 16.04 x 1.38” (238.6 x 407.5 x 35.3 mm)

15.6” (1080 x 1920 @60Hz)
0.17925 mm x 0.17925 mm

250cd/m² (Typical)
800 : 1 / 9 : 16

170° / 170°

< 25 ms
262 K

AC 110 ~ 240V (50/60Hz) (24V DC/3A) | ≤ 50 W

5W x 2

39.68 lbs ( 18.00 kg ) / 50.7 lbs ( 23.0 kg )
VESA 200 x 200 ( M6 x L8 )

14 ~ 122°F / -10 ~ 50°C

17.11” x 32.08” x 2.92” (434.7 x 815 x 74.3 mm)

32” (1080 x 1920 @60Hz)
0.36375 mm x 0.36375 mm

250cd/m² (Typical)
4000 : 1 / 9 : 16

178° / 178°

< 6.5 ms
16.7 Million

-
VZ-CM308, VZ-CMKiT-01, VZ-CMKiT-02

2 (CMS, IP Camera)

2.1 Mega Pixel IP Camera
SONY IMX290 / Hi3516D

DC Auto Iris 2.8 ~ 12mm Vari-focal Lens

1
1

1 (Max. 64GB)
3

AC 110 ~ 240V (50/60Hz) (24V DC/3A) | ≤ 68 W

5W x 2
Built-in Android OS w/CMS for Digital Signage | WiFi Support 

54.79 lbs ( 24.4 kg ) / 70.54 lbs ( 32.0 kg )
VESA 200 x 200 ( M6 x L8 )

14 ~ 122°F / -10 ~ 50°C
FCC(A), CE, RoHS

Support

1080(H) x 1920(V) 30fps
H.264, MJPEG, CBR, VBR

1ch CVBS (NTSC/PAL) / 1ch RJ-45 output
Support

10/100 Base-T / IE 6 ~ 11, Firefox

2D/3D NR, D-ZOOM, DPC, HLC/BLC, Defog, D/N, WDR, AGC, AWB

TCP/IP, UDP, SMTP, HTTP, FTP, PPPOE,DHCP,  DNS, DDNS, UPNP, RTP, RTSP
ONVIF 2.6 (supported)

22.99 x 41.91 x 3.18” (584 x 1064.6 x 81 mm)

43” (1080 x 1920 @60Hz)
0.4902 mm x 0.4902 mm

250cd/m² (Typical)
1200 : 1 / 9 : 16

178° / 178°

< 8 ms
16.7 Million
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* 表示可能なレイアウト

A : PVM カメラの映像
B, C, D: メディアコンテンツ

弊社のコンテンツマネージメントソ
フト（CMS)はライセンスフリー
で、ViewZ社の専用PVMに対応し、ワ
イドエリアネットワーク（WAN)経由
で、400台以上のPVMに同時に、又は
指定したPVMにコンテンツをアップ
ロードが可能です。
スクリーンサイズは、13インチ、15
インチ、32インチ、43インチを用意
しています。

ViewZの スマートAD PVM はディジ
タルサイネージコンテンツを遠隔地
で集中管理し、コンテンツをアップ
ロードし、表示管理を行うCMS搭載の
パブリックビューモニターです。
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パワフルなリモートコントロール
一つのサーバーで無限のスマートAD PVMを管理します。

ViewZのスマートAD PVMはコンテンツマネージ面とソフト（CMS)はイント
ラネット又はインターネット内に置かれた全てのスマートAD PVMを一括管
理します。このCMSによりセントラルサーバー内に置かれたデジタルサイ
ネージコンテンツを手動又はデイリー、ウイークリー、マンスリーに指定
したスケージュールに合わせて自動的に配信することができます。

便利なマネージメント
ライセンスフリーで使いやすさ

他社のデジタルサイネージとは異なり、ライセンスフリーですので毎月の
使用料、維持費は発生しません。また顧客様の使用環境に応じ、クラウド
ベースとローカルサーバーベースのいずれでも対応可能です。

スマート AD        CMS
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店舗の宣伝広告に新しい革命を
セキュリティとデジタルサイネージとの融合

ViewZのスマートAD PVMは搭載されたカメラの映像と同時に異なったデジタル広告を２つ表示すること
が可能です。また表示サイズとレイアウトも自由に設定できるのも本CMSの特徴で、お客様のニーズに
あった表示レイアウトが可能になっています。
搭載カメラの映像は、従来のアナログ記録装置に対応するためにアナログCVBS出力を設けていますし、
あらゆるVMS又はNVRに対応する為にONVIF対応のIP出力も標準で備えています。

様々な表示ソースを選択可
画像と動画ファイル、搭載カメラ、RSS,ニュースティッカー、ストリーミングビデオ等

緊急アラート表示
緊急、アラート表示機能

事前災害、緊急時に表示するアラートシステムを搭載しています。

画像と動画 スティッカー、ストリーミングビデオ 搭載カメラの映像 それ以外..



DISPLAY

INTERFACE

Camera

MEDIA CARD - Op�onal Feature

GENERAL

Screen Size (Max. Resolu�on)

Model Name

Pixel Pitch
Brightness
Contrast / Aspect Ra�o
Viewing Angle (H/V)
Display Color / Response Time

CVBS (Composite) In
CVBS (Camera) Out
Audio In / Out
HDMI In / RJ 45  (TCP/IP) 
VGA In (15Pin D-Sub)

Mul� Display Func�on
Filter Type
Special Feature

Mul�-lingual Language

Built in Speaker

Opera�ng Temperature
Regula�on
Transmi�er - IR Remote Control
Compa�ble Mounts

Electrical Ra�ngs / Consump�on

Camera Type
Image Sensor / Encoder Chipset
Lens
Max. Resolu�on
Video Compression
Video Out
Mo�on Detec�on
Ethernet / Web Applica�on
Network / Integra�on Protocol
Func�on

External Storage
Output
VIDEO Format
Max. VIDEO Resolu�on
AUDIO Format
Image Format
VIDEO Play Control

Outline Dimension (W x H x D)
Net Weight / Gross Weight
Mount

23.6” (1920 x 1080 @60Hz)
0.2715 mm x 0.2715 mm

250 cd/m² (Typical)
3000 : 1 / 16 : 9

27” (1920 x 1080 @60Hz)
0.31125 mm x 0.31125 mm

300 cd/m² (Typical)
3000 : 1 / 16 : 9

32” (1920 x 1080 @60Hz)
0.36375 mm x 0.36375 mm

250 cd/m² (Typical)
4000 : 1 / 16 : 9

16.7 Million / < 6.5 ms
178° / 178°

16.7 Million / < 20.0 ms 16.7 Million / < 12.0ms

1 
1

1 / 1
1 / 1

1

-

2.1 Mega Pixel IP Camera
SONY IMX290 / Hi3516D

3.7 mm FIXED Pinhole Lens

-
-

- / 1
-

DC12V (Camera)  Out 1-

SD Card / USB In (Media Player) 1 / 1 ( Op�onal )1 / 1

P.o.E. | ≤ 24 W

2W x 2
-
-

Video Obstruc�on Alarm, Video Loss Alarm
Door Open Alarm, Power Loss Alarm

4.62 lbs ( 2.1 kg ) / 7.05 lbs ( 3.2 kg )
VESA 75 x 75 ( M4 x L8 )

PIP / PBP
3D Comb-filter / De-Interlace

-

English, Spanish, French, Russian, Portuguese, Japanese

5W x 2

32 ~ 104°F / 0 ~ 40°C
NDAA, FCC(A), CE, RoHS

Support

AC 110 ~ 240V (50/60Hz) (24V DC/2A) | ≤ 36 W

2.1 Mega Pixel IP Camera
SONY IMX307 / NT98520

DC Auto Iris 2.8 ~ 12mm Vari-focal Lens

1ch RJ-45 output 1ch CVBS (NTSC/PAL) / 1ch RJ-45 output

1080P @60Hz VIDEO - HDMI(1080p) / AUDIO - L/R, HDMI

1920(H) x 1080p(V) 30fps
H.264 (Main profile), H.265, MJPEG, CBR, VBR

Support 
10/100 Base-T / Support IE 11, Firefox, Chrome, Edge

2D/3D NR, HLC/BLC, Defog, WDR, White Balance, Gain, Aisle Mode, Smart IR, Mirror, Privacy Masking, Digital Zoom, Day/Night (Auto ICR), True WDR, Removal Op�cal Fileter
IPv4/IPv6, 802.1x, HTTP, HTTPS, TCP/IP, UDP/IP, RTSP, DHCP, NTP, RTCP/RTP, PPPoE, SMTP, DNS, UPnP, FTP, ARP, SNMP, TLS/SSL / ONVIF 2.6 (supported), SDK, CGI

Support SD/SDHC CARD (Max.64GB), USB 2.0 HOST (2TB)

RM, RMVB, AVI, DVIX, MKV, MOV, HDMOV, MP4, M4V, PMP, AVC, FLV, VOB, MPG, DAT, MPEG, TS, TP, M2TS, WMV, H.264, H.263, WMV9, VC-1, MPEG1/2/4
1080P @60Hz

MPEG1/2/4, MP3, WMA, OGG, AAC, FLAC, APE, AC-3, DTS, ATRA, WAV, PCM
JPEG, TIF, PNG, BMP

AUTO, REPEAT, ZOOM, RESUME, TIME

21.71 x 16.05 x 2.17” (551.6x407.9x55.3mm)9.88 x 8.31 x 1.65” ( 251 x 211 x 42.1 mm )
22.04 lbs ( 10.00 kg ) / 29.76 lbs ( 13.5 kg )

AC 110 ~ 240V (50/60Hz) (24V DC/3A) | ≤ 46 W

25.07 x 17.93 x 2.17” (636.8x455.6x55.3mm)
28.66 lbs ( 13.00 kg ) / 33.06 lbs ( 15.0 kg )

AC 110 ~ 240V (50/60Hz) (24V DC/4A) | ≤ 50 W

28.86 x 20 x 2.17” (733.2x508.3x55.3mm)
33.06 lbs ( 15.00 kg ) / 39.68 lbs ( 18.0 kg )

VESA 100 x 100 ( M4 x L10 ) / 200 x 200 ( M6 x L8 ) VESA 200 x 200 ( M6 x L8 )

10.1” (1920 x 1200 @60Hz)
0.1695 mm x 0.1695 mm

250 cd/m² (Typical)
700 : 1 / 16 : 10

140° / 130°
16.7 Million / < 30 ms

COLOR 
Options

COLOR 
Options

COLOR 
Options

COLOR 
Options

IP Based Public View Monitors
VZ-PVM-I2W3N / I2B3N VZ-PVM-I3W3N / I3B3N VZ-PVM-I4W3N / I4B3NVZ-PVM-I1W4N

WALL: VZ-SM01, VZ-SCM, VZ-AM02-A | CEILING: VZ-CM308, VZ-CMKiT-01, VZ-CMKiT-02VZ-WM05, VZ-SM01, VZ-SCM, VZ-AM01

ViewZUSA.com1 2 Driving Visual Innovation

COMPLIANT

IP対応パブリックビューモニター



NDAAに準拠

本モニターは米国の国防権限法
(NDAA)に準拠し、また左記に
示すVMSメーカーとの互換性を
有します。

Symphony

ARTECO Logic

NET Professional

VideoEdge

ACC

Axxon Next

Camera Station

NVR

Clickit

DWSpectrum

DiGiFort

ExacqVision

Security Desk

iVMS

SRX

Orchid

NVR

Indigo Vision

XProtect

* Server-based Motion Events Compatible Coming soon

MultipleSeries

OpenEye

IP Surveillance

Ocularis 

Digital Sentry

SeeTec

Complete View

NVR

Nextiva

NET Vision

Command Lite

Luxriot VMS

Vigil

Video Insight

VMS
VMS VMS

CONTINUOUS MOTION

COMPATIBILITY
CONTINUOUS MOTION

COMPATIBILITY
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ONVIFプロファイルS互換性リスト
パートナー

ONVIF 互換性
(プラグアンドプレイ)

モーションによる入力ソース切換

ViewZ IP出力PVMシリーズは、他の
ONVIF対応機器と共有して運用がで
きるようにONVIFプロファイルSに対
応しています。また多くのVMSメー
カーやNVRとの互換性を有していま
す。主な互換性リストは左記を参照
ください。

搭載カメラのモーション機能によりによ
り画面表示を入力ソース（内部カメラ、
外部カメラ、HDMI信 号、VGA信号）を切
換えることが出来ます。またその切換え
は搭載しているモーションか時間指定
で可能となっています。



DISPLAY

INTERFACE

Camera

MEDIA CARD - Op�onal Feature

GENERAL

Screen Size (Max. Resolu�on)

Model Name

Pixel Pitch
Brightness
Contrast 

Viewing Angle (H/V)
Display Color 

Camera (CVBS) Out
SD Card In (Media Player) 

Mul� Display Func�on
Filter Type
Mul�-lingual Language

Built in Speaker

Opera�ng Temperature
Regula�on
Transmi�er - IR Remote Control
Compa�ble Mounts

Power Consump�on

Camera Type
Image Sensor / Encoder Chipset
Lens
Max. Resolu�on
Video Out
Mo�on Detec�on
Min. Illumina�on

Func�on

External Storage
Output
VIDEO Format

Max. VIDEO Resolu�on
AUDIO Format / Image Format
VIDEO Play Control

Outline Dimension (W x H x D)
Net Weight / Gross Weight
Mount

3D Comb-filter / De-Interlace
English, Spanish, French, Russian, Portuguese, Japanese

PIP / PBP

32 ~ 104°F / 0 ~ 40°C
FCC(A), CE, RoHS

Support
VZ-WM05, VZ-WM11, VZ-AM01, VZ-SM01, VZ-SCM

2.1 Mega Pixel Camera
1/2.8” CMOS MN34227 / Nextchip NVP2440

VIDEO - HDMI(1080p) / AUDIO - L/R, HDMI

AUTO, REPEAT, ZOOM, RESUME, TIME

1920(H) x 1080p(V) 30fps
CVBS (960H) / 1.0 Vp-p Composite (75Ω)

Color:1.0 lux, BW: 0.5 lux, Color: DSS:0.017 lux,
BW DSS:0.0008 lux

2D/3D NR, HLC/BLC, Defog, D/N, DWDR, AGC, AES,
 AWB, Privacy Masking (4 zone)

Support 

1080P @60Hz
MP3,WMA,AFE,FLAC,OGG,APE,AAC,AC3,DTS

Electrical Ra�ngs

Aspect Ra�o

Response Time

2.8 mm Fixed Lens

1
1

≤ 12 W

2W x 2

4.62 lbs ( 2.1 kg ) / 7.05 lbs ( 3.2 kg )
VESA 100 x 100 ( M4 x L10 )

9.88 x 8.31 x 1.80” (251.2 x 211.2 x 45.9 mm)

DC 12V / 2A

VZ-PVM-Z1W5N

10.1” (1280 x 800 @60Hz)
0.1695 mm x 0.1695 mm

300cd/m² (Typical)
1000 : 1
16 : 10

170° / 170°
16.7 Million 

< 25 ms

HD Analog Public View Monitors
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1 4 Driving Visual Innovation

Support SD CARD (Max.64GB)

RMVB, RM(RV8/9), H.263, MPEG-1/2(VOB),
H. 264 (MOV/MP4/M4V),MPEG-4(XVID/DIVX),
WMV7,VC-1, MKV, AVI, TS/TP, VOB, PMP, FLV

映像断/ 開扉時の
アラーム音
無断で後面の扉を開けたり、映像断にな
った場合、センサーが起動しアラーム音を
発します。

COLOR 
Options

フルHD表示
２メガピクセルカメラ搭載 によりフルHDの映像を表示。
また2.8mm-12mmのバリ フォーカル、DCアイリスレ
ンズ搭載により必要な画角 が得られ、外光の影響を受
けずに安定した映像が得ら れます。

オートパワーとソース
リカバリー機能付き
電源がオン、オフになったり、停電して復帰後も
自動的 に電源オフになる前の状態に
復帰しますので、再度モニ ター設定を実施する
必要があ りません。
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HDパブリックビューモニターHDパブリックビューモニター
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D2
表示画面を遠隔地へIP伝送するコールアップモニター

シリーズ

損失防止 社員の監視
D2IPは、社員の監視や、その映像をキャプチャー、エンコード、スト
リームし外部のVMS,NVRに送るのに便利であり、また証拠として管理で
きます。

D2IPは、監視要員が必要なイベントをリコール又は外部
VMS,NVR記録装置に記録する作業を容易にします。
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DISPLAY

INTERFACE

FEATURES

GENERAL

Screen Size (Max. Resolu�on)

Model Name

Pixel Pitch
Brightness
Contrast 

Viewing Angle (H/V)

Response Time

RJ 45  (TCP/IP) 
HDMI In (1.4)
USB (Upgrade)

Opera�ng Temperature
Storage Temperature

Package Include

Opera�ng Humidity

Built in Speaker

Compa�ble Mounts - WALL

Electrical Ra�ngs 

Webclient Connec�on Protocol

Image Sensor / Encoder Chipset

Video compression-Video coding
Video compression-Audio coding

Video compression-Steaming type
Video compression-Steaming size

Outline Dimension (W x H x D)
Net Weight
Mount

1 (Up to 1080p)

Win 10, 8, 7, Vista, XP, Win CE, Chrome,
iOS, Linux, TCP/IP

TCP/IP, UDP, RTSP, ONVIF 2.4, HTTP,
DNS, RTMP, TS, DHCP

H.265 & H.264

1 (Up to 4K)
1

DC 12V/2.1A (AC100 ~ 240V[50/60Hz])

Power Consump�on ≤ 25 W

2W x 2
32 ~ 122°F / 0 ~ 50°C

-4 ~ 140°F / -20 ~ 60°C

Monitor x1, HDMI Cable x 1, Manual x1,
12V/4A Power Adapter x1

8.48 lbs ( 3.5 kg )
VESA 100 x 100 ( M4 x L10 )

0 ~ 90% RH

(CBR & VBR), Adjustable: 64kbps-12Mbps

AAC,G.711U, G.711A; 
sampling rates : 48000kHz

Main streaming: 1920x1080, 1280x960
1280x960, 1280x800, 1280x720

Sub streaming: 1280x720

20.32 x 12.99 x 1.72” ( 516 x 330 x 43.6 mm )

21.5” (1920 x 1200 @60Hz)
0.2482 mm x 0.2482 mm

250 cd/m² (Typical)
1000 : 1

Aspect Ra�o 16 : 9
170° / 160°

< 5 ms
Display Color 16.7 Million

IP Output Monitors
VZ-215D2IP-L

VZ-WM05, VZ-WM11, VZ-AM01, VZ-AM02

Compa�ble Mounts - CEILING VZ-CMKiT-01, VZ-CMKiT-02

②

①

③

必要なカメラ映像を選択します。

で構築した映像はネットワーク経由
でストリーミングされ、指定のDVR/
NVRで記録されます。

選択したカメラ映像を並び替えストー
リーを構築します。

ストーリーを作成し、
表示映像を簡単に伝送

エンコード機能を搭載したモニターは業界初です。D2IPは、VMS、NVRでカメラ映像をキャ
プチャーしているIPカメラのように動作し、表示する映像はそのまま記録する映像となります。

この１台で多くの役割を果たします。
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DISPLAY

INTERFACE

ANDROID BOARD SPEC

SPECIAL FEATURES

GENERAL

Screen Size (Max. Resolu�on)

Model Name

IP Input Monitors
VZ-215IPM VZ-32IPM

Pixel Pitch
Brightness
Contrast 
Aspect Ra�o
Viewing Angle (H/V)
Display Color

RJ 45  (Ethernet 10/100)
USB 2.0
HDMI Out / Audio Out
I/O (Reset)
Micro SD

Opera�ng Temperature
Electrical Ra�ngs / Consump�on

Mul�-lingual Language
Regula�on

Compa�ble Mounts
Transmi�er - IR Remote Control

Android OS
CPU
RAM
Storage
External Storage
Support Video File Format
Support Video Codec
Support Image File Format

Sequen�al Viewing Mode
Mul� Channel Viewing Modes
3rd Party Security App

Outline Dimension (W x H x D)
Net Weight / Gross Weight
Mount

21.5” (1920 x 1080 @60Hz)
0.24795 mm x 0.24795 mm

220 cd/m²(Typical)
3000 : 1

32” (1920 x 1080 @60Hz)
0.36375 mm x 0.36375 mm

250 cd/m²(Typical)
4000 : 1

16 : 916 : 9
178° / 178°178° / 178°
16.7 Million 16.7 Million 

Response Time  < 6.5 ms< 30 ms

1
2

1 / 1
1
1

1
2

1 / 1
1
1

AC100 ~ 240V(50/60Hz) / 55 WDC 12V, 3.3A(AC100 ~ 240V[50/60Hz]) / 27.5 W
32 ~ 140°F / 0 ~ 60°C14 ~ 122°F / -10 ~ 50°C

English, German, Spanish, French, Italian, Portuguese, Netherlander
FCC(A), RoHS

Built in Speaker
VZ-WM05, VZ-WM11, VZ-AM02-A, VZ-CM308

Ver. 6.0
Quad Core, 1.8GHz

2GB DDR3
16GB (Nand-Flash)

Micro SD up to 32GB / USB 2.0 up to 2TB
MKV, WMV/VC-1 SP/MP/AP, MPG, MPEG, AVI, MOV, MP4, RM, H.264, dat, RV 8/9/10

H.264, MPEG4, RMVB, Xvid, Divx, H.264, VP8, WMV, HTML, FLASH
JPG, JPEG, MJPEG, PNG

Support

COMPATIBLE IP CAMERAS
Brand ACTi Corpora�on, Advance Vision, American Dynamics, APPRO,  Asoni, Avigilon, AV TECH, 

Axis, BASLER AG, Bosch, Brickcom, 3S.Pocketnet , Canon, CBC, CNB Technology, D-Link, Dallmeier,
Digital Watchdog, Divitec Nederland BV, DRS RSTA, DV Tel, Dynacolor, EverFocus, FLIR Systems,

GeoVision, Hikvision, Hitron Systems, Honeywell Security, Huawei, Hunt Electronic, IDIS, 
Infinova, Ingrasys, ITX, JVC Kenwood, LG, March Networks, Merit Lilin,  OpenEye, NEXCOM
Panasonic, PELCO, PLANET, Provideo, SAMSUNG Techwin, SUNELL, SIEMENS, SONY, SPECO, 

Synesis, Topview, Verint, Vicon, VIVOTEK, XTS, Yoko Tech., - Over 10,000 IP Cameras

1 / 2 / 3 / 4 / 6 / 9
Support

19.96 x 14.57 x 1.90” ( 507 x 370 x 48.5 mm )
9.03 lbs ( 4.1kg ) / 10.80 lbs ( 4.9kg )

Support
VZ-AM02-A,VZ-WM50,VZ-CM308,VZ-CMKiT-02

3W x 2 5W x 2

29.13 x 18.54 x 6.39” ( 740 x 471 x 159.8mm )
27.62 lbs ( 12.53 kg ) / 34.43 lbs ( 15.62 kg )

VESA 100 x 100 ( M4 x L8 Screws ) VESA 200  x 200  ( M6 x L8 Screws )

リモート監視・スポットモニタ
リング用IP入力モニター

シングルとマルチ画面
ビューワーアプリ搭載

シリーズ
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サポート
10,000台以上のIPカメ
ラに対応

PC不要のリモート監視
マルチチャンネル又は
シーケンシャル表示

最大９画面表示またはシーケンシャル切換え
対応VIEWZアプリを搭載

リモート監視に必要な機能をす
べて搭載したIPモニター

ライセンス不要で、本モニター単体で直接IPカメラの映像を最大９画面まで表示で
きます。さらにSDスロット、USB経由して外部の記録媒体に各IPカメラごとにワン
タッチで記録することが可能で、この１台で大幅なコストセービングが可能です。

VZ-IPMシリーズは、PC無しに直接IPカメラの映像を
最大９台まで表示出来、また１画面毎に記録ボタン
を備えていますので外部記録媒体に表示している画
質と同じ映像を記録することができます。またアン
ドロイドOSを搭載していますので、外部のVMSのア
プリをダウンロードして映像を表示することも可能
です。

スポットモニタリング
VZ-IPMシリーズはスポットモニター
モードで、マルチIPカメラの映像を表
示でき、最大９画面の映像を表示、ま
たは１画面毎にシーケンシャルに切換
え表示が可能です。

VZ-IPMシリーズは、1/2/3/4/6/9画面表示又は１画
面づつのシーケンシャル切換え表示ができます。
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PC不要のリモート監視
ステーション

10,000以上の IP camera に対応
カジノ 店舗l 盗難防止 倉庫

レストラン 銀行ロビー 駐車場監視 鉄道ホーム監視
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入力信号

4:3アスペクト比にも対応

OEM供給

24/7連続運用と３年保証

ViewZのプロフェッショナルセキュリティモニターは長時間の連続運
用、高品質、色再現性に対応するグレードAの液晶パネルを採用。更
には24時間、７日間の連続運用に対応し、３年の保証期間をオ
ファーします。

お客様ブランドでの供給にも対応します。弊
社のスペシャリストがお客様指定の仕様、品
質、ニーズに応じ答えます。

ViewZのLCDモニターは共通にHDMI、DVIと
VGA入力のビデオインターフェースを備えて
いますが、民生用モニターやTVと異なり、
従来のセキュリティー用アナログCVBS信号
や近年需要が増えているアナログHD信号
（AHD/TVI/CVI)にも対応し、さらにはCVBS
やアナログHD信号のループスルーも備えて
います。

アナログ信号に対応する為のBNC入力を備えて
おり、さらには16:9のワイドスクリーンでも
アナログ信号のアスペクト比4:3に切換えがで
きます。

プロフェッショナル
セキュリティモニター
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1500R湾曲ウルトラワイド
ViewZ CGMはアスペクト比が 21:9 と非常に広く、全
解像度が 3440×1440ピクセルで周囲全体を包み込む湾
曲型ディスプレイを備えており、同様のサイズの 16:9
ピクセルモニターと比較して より広い表示スペースを
提供します。

HDRに対応
ViewZ CGMシリーズはHDR (high dynamic 
range)対応の信号に対応しており、ダイナミックな画
像と寝品質を保証し、明るい白は明るく見え、暗い黒
は暗く見えます。

高いリフレッシュレート採用
ViewZ CGM シリーズは、早いフレーム数に
対応しており、高速動画表示に適し、ブレの
少ない表示を提供します。

DISPLAY

INTERFACE

FEATURES

GENERAL

Screen Size (Max. Resolu�on)

Model Name

Pixel Pitch
Brightness
Contrast 

Viewing Angle (H/V)

Response Time

Display Port In
HDMI In (2.0)
Audio Out

Opera�ng Temperature

Package Include

Opera�ng Humidity

Built in Speaker

Compa�ble Mounts - WALL

Electrical Ra�ngs 

DDC/CI (Command)
MPRT (Moving Picture Response Time)
Advanced DCR (Dynamic ContrastRa�o )
Adap�ve Sync
Blue Light Filter
HDR
PIP / PBP

Outline Dimension (W x H x D)
Net/Gross Weight
Mount

2

Support
Support
Support
Support
Support

2
1

DC 12V/2.1A (AC100 ~ 240V[50/60Hz])

Power Consump�on ≤ 32W

3W x 2
32 ~ 122°F / 0 ~ 50°C

Monitor x1, HDMI Cable x 1, Manual x1,
Stand x1, 12V Power Adapter x1

7.7 lbs ( 3.5 kg ) / 11.28 lbs ( 5.11 kg )
VESA 100 x 100

5 ~ 90% RH

Support
Support

24.1 x 14.12 x 2.7” ( 611.2 x 358.9 x 68.29 mm )

27” (1920 x 1200 @60Hz)
0.3114 mm x 0.3114 mm

350 cd/m² (Typical)
3000 : 1

Aspect Ra�o 16 : 9
178° / 178° 

< 1 ms
Display Color 16.7 Million

Curved SECURITY MONITOR
VZ-27CGM

VZ-WM50, VZ-AM02-A

Compa�ble Mounts - CEILING VZ-CMKiT-01, VZ-CM308

2
1
1

USB - 1

DC 12V/5A (AC100 ~ 240V[50/60Hz])
≤ 45 W

3W x 2
32 ~ 122°F / 0 ~ 50°C

Monitor x1, DP Cable x 1, Manual x1,
Stand x1, 12V/5A Power Adapter x1

17.85 lbs ( 8.1 kg ) / 19.1 lbs ( 8.66 kg ) 
VESA 100 x 100 ( M4 )

20 ~ 85% RH

31.78 x 14.24 x 4.5” ( 807.4x361.8x114.37 mm )

34” (3440 x 1440 @60Hz)
0.23175 mm x 0.23175 mm

400 cd/m² (Typical)
3000 : 1

21 : 9
178° / 178° 

< 1 ms
16.7 Million

VZ-34CGM

VZ-WM50, VZ-AM02-A
VZ-CMKiT-01, VZ-CMKiT-02, Z-CM308



1500Rの広域湾曲パネルを採用
し、1msの高応答速度を実現
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湾曲 セキュリティ
モニター
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既存のアクセスコントロールとのインター
フェースも備えています。

顔認証/体温チェック/
マスク未着用検出
7” モニター ＆カメラ

フロア型デスクトップ型



DISPLAY
Screen Size (Max. Resolu�on)

Model Name

VZ-7IPTM

Face/Temp. Detect Monitor

7”

INTERFACE
Ethernet 10/100

Wiegand (OUT)
Alarm

GENERAL
Outline Dimension (W x H x D)
Net Weight / Gross Weight
Electrical Ra�ngs
Consump�on
Opera�ng Temperature

4.86x14.22x3.3” / 123.5x361.3x84 mm

4.62 lbs ( 2.1 Kg ) / 5.5 lbs ( 2.5 Kg )

DC 12V, 3.0 A (AC100~240V[50/60Hz])

20 W (Max)

32 ~ 122°F / 0 ~ 50°C

1

1 (WG26 & WG34)

1 ch (Relay Switch)

Opera�ng Humidity 5 ~ 90% RH

USB 1 (IC Card Reader)

FACE RECOGNITION
Height Range

Recogni�on Time
Viewing Angle

3.93 ~ 7.2 � / 1.2 ~ 2.2 m

< 500 ms

Ver. ± 40°

Func�on Support 22,400 Face DB & 100,000 Records

Distance Range 1.64 ~ 6.56 � / 0.5 ~ 2.0 m

CAMERA SPEC
Camera Type

Image Sensor
Total / Effect Pixel

2 Mega Pixel Binocular w/ Live Detec�on

1/2.7” CMOS

SNR ≥ 50 db (AGC Off)

WDR ≥ 80 db

1920 x 1080p

Min. lux Color 0.01Lux @F1.2(ICR)

B/W 0.001Lux @F1.2

Lens 4.5 mm

TEMPERATURE RECOGNITION
Temperature Detec�on Range

Distance
Response Time

86 ~ 113 °F / 30 ~ 45 °C

0.98 ~ 2.62 � / 0.3 ~ 0.8 m

< 300 ms

Temperature Detec�on Accuracy 0.54 °F / 0.3 °C

HARDWARE SPEC
System Linux OS

RAM 16GB EMMC

2 5Driving Visual Innovation714-996-1177

体温測定が容易
マスクの有無に関係なく、モニターに顔を近づけるだけで、
体温を測定します。
測定された体温が指定温度範囲内外かは瞬時に音声およびモニター上でお知らせし ます。

マスク未着用検知
本体には体温測定機能とは別にマスクを着用しているか否かの判断機能があり、マ
スク未着用の場合、体温測定以前に音声にてお知らせします。

CMS ソフトウエア
VZ-7TIMには、ネットワークを介してVZ-7TIMの基本的なリモート管理
を可能にし、検出とアラームイベントを収集して表示する無料のCMS
ソフトウェアを付属しています。

顔認証機能
顔のカスタムデータベースを作成して、温度チェックとマスク着用の有無を検出時に
確実に識別することができます。 これは、同じ従業員が毎日仕事に戻るビジネスやオ
フィスの場合に便利な機能です。高温が検出されると、顔が認識された人の特定のID
がアラームイベントに記録されます。
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DISPLAY
Screen Size (Max. Resolu�on)

Model Name

VZ-7IPTM

TEST Monitors

Pixel Pitch
Brightness / Contrast 
Aspect Ra�o
Viewing Angle (H/V)
Display Color

7” (1200 x 800 @60Hz)

-

-

16:9

-

16.7 Million

INTERFACE
CVBS (Composite) In/ Out (BNC)

HDMI In / Out
AHD / TVI / CVI / CVBS In

GENERAL
Outline Dimension (W x H x D)
Net Weight / Gross Weight

Mount
Built in Speaker
Filter Type

Electrical Ra�ngs / Consump�on
Opera�ng Temperature
Opera�ng Humidity

14 ~ 114°F / -10 ~ 45°C

30 ~ 90% RH

Regula�on
Auto Source / Power Recovery
Mul�-lingual Language

CE, FCC(A)

Support

English, Spanish, French, German, Italian

French,Polish,Spainish, Japanese

Working voltage of ba�ery

9.1 x 6.77 x 2.05” (230.86 x 171.95 x 52.07mm)

1.95 lbs ( 844 g ) / -

-

-

3D Comb-filter / De-Interlace

DC12V, 2A (AC100 ~ 240V[50/60Hz]) / -

DC 12V, 2A / Opera�ng 10 hours

- / 1

1 / 1

1

Response Time -

10.1” (1024 x 600 @60Hz)

0.2175 mm x 0.2175 mm

300cd/m² (Typical) / 800 : 1

16 : 9 ( 4:3 Available )

170° / 170°

16.7 Million

< 25 ms

P.o.E. Injector 48V / 15W Output

14 ~ 122°F / -10 ~ 50°C

20 ~ 70% RH

CE, FCC(A)

Support

English, Spanish, French, German, Italian

9.92 x 7.28 x 1.05” (252.0 x 185.0 x 26.8 mm)

2.86 lbs ( 1.3 Kg ) / 3.52 lbs ( 1.6Kg )

VESA 75 x 75 ( M4 x L8 )

1W X 2

2D Comb-filter / De-Interlace

DC 12V, 2A (AC 100 ~ 240V, 50/60Hz) / ≤ 8 W

-

Compa�ble Mounts - Wall : VZ-WM05, VZ-WM11, VZ-AM01,

VZ-SCM, VZ-SM01

-

HD/EX-SDI In (BNC) 1

DC 12V In / Out 1 / 2  (2A)

DC 5V (2A) Out - USB Type 1

PC Audio In / Out 1 / 1

RGB In (15Pin D-Sub) -

Ethernet (RJ45) with PoE In / Out 1 / 1

Micro SD In / UTP 1 / 1

RS485 (PTZ Control) / Trigger In 1 / -

2 / 1

1 / -

-

-

1 / -

-

1 / 1

1

- / -

- / -

- / 1

7IPTM

VZ-101RTC

Premium LED CCTV Monitor

10.1” RTC 
16:9 Professional
Security Monitors

RTC

7”タッチスクリーンWiFi
対応テストモニター



GENERAL

INTERFACE

DISPLAY

Screen Size (Max. Resolu�on)

Model Name

Pixel Pitch

Brightness

Contrast 

Viewing Angle (H/V)

Display Color 

CVBS (Composite) In

CVBS (Composite)  Out

HDMI In

Audio In / Out

Filter Type

Mul�-lingual Language

Built in Speaker

Opera�ng Temperature

Regula�on

Transmi�er - IR Remote Control

Compa�ble Mounts

Electrical Ra�ngs

Outline Dimension (W x H x D)

Net Weight / Gross Weight

Mount

VGA In (15Pin D-Sub)

2

1

1

1

1 / 1

2

1

1

1

1 / 1

Opera�ng Humidity

Auto Source / Power Recovery

14 ~ 122°F / -10 ~ 50°C

20 ~ 70% RH

DC 12V, 3A (AC 100 ~ 240V, 50/60Hz)

1.5W X 2

6.10 lbs ( 2.77 kg ) / 7.20 lbs ( 3.27 kg )

VESA 75 x 75 ( M4 x L8 )

English, Deutsch, French, Spanish, Italian

Support

FCC(A), CE

Wall : VZ-WM05, VZ-WM11, VZ-AM01, VZ-SCM, VZ-SM01 | Ceiling : VZ-CMKiT-02, VZ-CM308

15.06 x 12.4 x 1.78” (382.6 x 315.1 x 45.3mm)

DC 12V, 3A (AC 100 ~ 240V, 50/60Hz)

Power Consump�on ≤ 20 W ≤ 23 W

2.5W X 2

Support

3D Comb-filter / De-Interlace

6.17 lbs ( 2.8kg ) / 7.27 lbs ( 3.3kg )

VESA 75 x 75 ( M4 x L8 )

16.77 x 16.1 x 5.4” (426.1 x 408.9 x 136.9mm)

VZ-17RTN VZ-19RTN

17” (1280 x 1024 @60Hz) 19” (1280 x 1024 @60Hz)

Aspect Ra�o

Response Time

0.264 mm x 0.264 mm

300cd/m² (Typical)

700 : 1

170° / 150°

16.7 Million

4 : 3 ( 16:9 Available )

< 5 ms

0.294 mm x 0.294 mm

250cd/m² (Typical)

1000 : 1

170° / 160°

16.7 Million

4 : 3 ( 16:9 Available )

< 5 ms

Professional LED 4:3 CCTV Monitors
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17” & 19” RTN
4:3プロフェッショナルモニター

RTN & RTCシリーズ



DISPLAY

INTERFACE

INPUT FORMAT

GENERAL

Screen Size (Max. Resolu�on)
Pixel Pitch
Brightness
Contrast
Aspect Ra�o
Viewing Angle (H/V)
Display Color | Response Time

Component (BNC) In
3G-SDI In / Out (BNC)
HDMI  In
PGM (HDMI) In
DVI In / VGA In

Electrical Ra�ngs / Consump�on
Built in Speaker

Auto Source / Power Recovery
Compa�ble Wall Mounts

Compa�ble Ceiling Mounts

Opera�ng Temperature

SDI - SMPTE 425M-A (YCbCr 4:2:2)
SDI - SMPTE 274M (YCbCr 4:2:2)

SDI - SMPTE 296M (YCbCr 4:2:2)
SDI - SMPTE 125M (YCbCr 4:2:2)
SDI - ITU-R BT.601 (YCbCr 4:2:2)
SDI - 2K Format (YCbCr 4:2:2)
ANALOG - COMPONENT

ANALOG - HDMI
ANALOG - DVI
ANALOG - VGA

Outline Dimension (W x H x D)

Net Weight / Gross Weight
Mount

21.5” (1920 x 1080 @60Hz)
0.24825 mm x 0.24825 mm

250cd/m² (Typical)
1000 : 1

16 : 9 ( 4:3 Available )
178° / 178°

16.7 Million | < 30 ms 

3
2 / 1 (BNC, 1 input / loop-through out)

1
-

- / 1

RS422 In (RJ45 Type) / USB In - / 1

PC Stereo In  / Speaker Out 1 / 1

20.32 x 13.65 x 1.72”

1080p ( 60/59.94/50 )
1080i (60/59.94/50)

1080p (30/29.97/25/24/23.98)
1080Psf (30/29.97/25/24/23.98)

720P(60/59.94/50/30/29.97/25/24/23.98)
525i (NTSC 59.94)

625i (PAL 50)
2048 x 1080P (24/23.98/24sF/23.98sF)

-
1080i (60/59.94/50), 720P(60/59.94/50)

480i/480P/576i/576P/1080i/1080P
-

720P(60/59.94/50/30/29.97/25/24/23.98)

ANALOG - 2K Format (YCbCr 4:2:2) 1080P (60/59.94/50, 30/29.97/25/24/23.98)

516 x 346.9 x 43.6 mm
15.2 lbs ( 6.89 kg ) / 17.8 lbs  ( 8.07 kg )

VESA 100 x 100 (M4 x L10) 
2W x 2

DC12V (AC100 ~ 240V[50/60Hz]) / 24 W
32 ~ 104°F / 0 ~ 40°C

FCC (A), RoHS
Support

VZ-WM05, VZ-WM11, VZ-AM01,
VZ-AM02-A, VZ-SM01

VZ-CMKiT-01, VZ-CMKiT-02, VZ-CM308

Regula�on

3G-SDI LED CCTV Monitor
VZ-215LED-L1

Model Name

CMP - 16:9 Professional Full HD CCTV Monitors
CMP series

2 8 Driving Visual Innovation ViewZUSA.com

LED-L1
3G-SDIフルHD高品位モニター

シリーズ



GENERAL

INTERFACE

DISPLAY

Screen Size (Max. Resolu�on)

Model Name

Pixel Pitch

Brightness

Contrast 

Viewing Angle (H/V)

Display Color 

CVBS (Compoiste) In / Out

HDMI In

Filter Type

Mul�-lingual Language

Built in Speaker

Opera�ng Temperature

Regula�on

Transmi�er - IR Remote Control

Compa�ble Wall Mounts

Power Consump�on

Outline Dimension (W x H x D)

Net Weight / Gross Weight

Mount

VGA In (15Pin D-Sub)

1 / 1

1

1

1 / 1

1

1

PC Audio In / AV Audio In 1 / 1 1 / 1

Opera�ng Humidity

Auto Source / Power Recovery

VZ-AM02-A, VZ-WM50

Compa�ble Ceiling Mounts

≤ 50 W

5W X 2

12.78 lbs ( 5.8 kg ) / 15.43 lbs ( 7.0 kg )

28.94 x 17.06 x 2.72”

≤ 65 W

19.26 lbs ( 8.9 kg ) / 25.35 lbs ( 11.5 kg )

VESA 100 x 100 ( M4 x L8 ) VESA 200 x 100 ( M6 x L8 )

38.10 x 24.27 x 2.83”

Electrical Ra�ngs AC100 ~ 240V(50/60Hz)AC100 ~ 240V(50/60Hz) | DC 24V, 2.7 A

VZ-32CMP VZ-43CMP

Aspect Ra�o

Response Time

32” (1920 x 1080 @60Hz)

0.36375 mm x 0.36375 mm

220cd/m² (Typical)

3000 : 1

43” (1920 x 1080 @60Hz)

0.4902 mm x 0.4902 mm

250cd/m² (Typical)

1200 : 1

< 14 ms < 8 ms

1 / 1

1

1

CVBS (AHD, TVI, CVI) In / Out - --1 / 1

1 / 1

1 / 1

1

1

-

1 / -

14 ~ 122°F / -10 ~ 50°C

20 ~ 70% RH

English, Deutsch, French, Spanish, Italian

Support

FCC(A), CE, RoHS

VZ-WM05, VZ-WM11, VZ-AM01, VZ-AM02-A, VZ-SM01

VZ-CMKiT-01, VZ-CMKiT-02, VZ-CM308

≤ 25 W

3W X 2 2W X 2

Support

3D Comb-filter / De-Interlace

8.37 lb (3.8 kg) / 9.25 lb (4.2 kg)

VESA 100 x 100 ( M4 x L8 ) VESA 75 x 75 ( M4 x L8 ) VESA 75 x 75 ( M4 x L8 ) VESA 100 x 100 ( M4 x L8 screws )

18.42 x 13.38 x 1.92”

≤ 22 W ≤ 24 W

4.62 lbs ( 2.1kg ) / 6.61 lbs ( 3kg )

19.32 x 15.08 x 1.52”

≤ 30 W

DC 12V, 3A (AC 100 ~ 240V, 50/60Hz)

8.92 lbs ( 4.05kg ) / 12.34 lbs ( 5.6kg )

24.17 x 18 x 1.69”

735.08 x 433.46 x 69.3 mm 967.9 x 616.6 x 71.9 mm467.9 x 339.9 x 49.0 mm 490.9 x 383.1 x 38.8 mm

8.04 lbs ( 3.65kg ) / 9.92 lbs ( 4.5kg )

21.31  x 16.2 x 1.53”

541.4 x 411.7 x 39.0 mm 541.4 x 457.26 x 43.0 mm

VZ-19CMP VZ-22CMP VZ-24CMP VZ-27CMP

19.5” (1920 x 1080 @60Hz)

0.2265 mm x 0.2265 mm

200cd/m² (Typical)

3000 : 1

176° / 176°

16.7 Million

21.5” (1920 x 1080 @60Hz)

0.24795 mm x 0.24795 mm

220cd/m² (Typical)

1000 : 1

24” (1920 x 1080 @60Hz)

0.3114 mm x 0.3114 mm

250cd/m² (Typical)

1000 : 1

< 25 ms

16 : 9 ( 4:3 Available )

23.8” (1920 x 1080 @60Hz)

0.2745 mm x 0.2745 mm

250cd/m² (Typical)

1000 : 1

178° / 178°

< 8 ms

Professional LED CCTV Monitors
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Model Name

VZ-43UHD VZ-55UHD VZ-65UHD

4K UHD LED CCTV Monitors

UHD
DISPLAY
Screen Size (Max. Resolu�on)
Pixel Pitch
Brightness / Response Time
Contrast 
Aspect Ra�o
Viewing Angle (H/V)
Display Color 
Bezel (ACTIVE to ACTIVE)
Top & Le� | Bo�om & Right

INTERFACE

REFRESH RATE

HDMI 2.0 In 

VGA In (15Pin D-Sub)
RS232 (RJ-45) In / Out
Audio In / Out

GENERAL
Outline Dimension (W x H x D)
Net Weight / Gross Weight

Mount
Built in Speaker

3D Comb-Filter & De-Interlace

Electrical Ra�ngs / Consump�on
Opera�ng/Storage Temperature
Opera�ng Humidity

An�-Image Residual Correla�on
Regula�on

Transmi�er - IR Remote Control
Auto Source / Power Recovery

Compa�ble Mounts

HDMI 2.0 In
DP In
DVI-D In
VGA In (15Pin D-Sub)

DP In
DVI-D  In / Out

43” ( 3840 x 2160 @60Hz )

0.2451 mm x 0.2451 mm

350cd/m² (Typical)

1100:1

16 : 9 (1.78 : 1)

178° / 178°

1.07 G

< 8 ms

55” ( 3840 x 2160 @60Hz )

0.315 mm x 0.315 mm

350cd/m² (Typical)

1200:1

16 : 9 (1.78 : 1)

178° / 178°

1.07 G

< 6 ms

65” ( 3840 x 2160 @60Hz )

0.372 mm x 0.372 mm

350cd/m² (Typical)

1300:1

16 : 9 (1.78 : 1)

178° / 178°

1.07 G

< 6 ms

0.51” ( 13 mm ) | 0.51” ( 13 mm ) 0.55” ( 14.2 mm ) | 0.55” ( 14.2 mm ) 0.9” ( 23.1 mm ) | 0.9” ( 23.1 mm )

38.18 x 21.98 x 3.3” (969.9 x 558.3 x 83.9 mm)

25.79 lbs ( 11.7 kg ) / 31.30 lbs ( 14.2 kg )

Universal 400 x 200 (M6)

10W x 2

32 ~ 104°F / 0°C ~ 40°C

20 ~ 80% RH

FCC (A), RoHS

Support

Support

Support

Support

Support

Wall : VZ-AM03, VZ-WM71, VZ-XMS | Ceiling : VZ-CMKiT-04 

48.94 x 28.11 x 3.82” (1243.2 x 714 x 97.1 mm)

35.49 lbs ( 16.1 kg ) / 43.65 lbs ( 19.80 kg )

Universal 400 x 400 (M6)

10W x 2

Built-In Media Player

58.1 x 33.5 x 3.06” (1476.7 x 851.7 x 77.9mm)

62.83 lbs ( 28.5 kg ) / 89.28 lbs ( 40.5 kg )

Universal 600 x 400 (M8)

10W X 2

AC100 ~ 240V(50/60Hz) / ≤ 90 W AC100 ~ 240V(50/60Hz) / ≤ 150 W AC100 ~ 240V(50/60Hz) / ≤ 170 W

20 ~ 85% RH

2

1

1 / 1

1

1 / 1

1 / 1

3840 x 2160 @ 60 Hz

3840 x 2160 @ 60 Hz

3840 x 2160 @ 30 Hz

1920 x 1080 @ 60 Hz
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4Kセキュリティ＆シグネーチャーモニター
シリーズ



HDMI

CAT 5/5e/6

REMOTE

VIEWING PC

VZ -I
PPVM-N

CCTV CAMERAS

via VMS

UH
D
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CCTV CAMERAS

dvr / n
vr

特徴とハイライト

UHDシリーズは最大1.07G色(8bit+FRC)に対応し、
最大４Kの解像度を表示できます。

解像力のあるきめ細かい表示

広視野角を得るためにIPSパネル採用

メディアプレーヤー搭載

ディジタルサイネージ

UHDシリーズは大型スクリーンであり上下左右で広
い視野角を得るため、IPSパネルを採用しています
ので見る角度による色の変化はありません。

本シリーズのモニターにはメディアプレーヤーを
内臓しており、デジタルサイネージ用画像等を搭載
USBポートを介して表示できます。

UHDシリーズは多画面表示によりディジタルサイ
ネージ表示にも最適です。表示レイアウトは以
下の通りです。

セキュリティセンター用
プロフェッショナル4K ディスプレイ

UHDシリーズは前面ボタンを廃止し、ベゼル幅を狭く均等にしていますので、
2X2, 3X3といったビデオウオールの構築にも最適です。
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インターラクティブ 4K モニター

シリーズ

20 ポイントマルチタッチ
IBX-Tシリーズモニターは、IRタッチ方式を採用し、20ポイントで
遅延なくスタイラスを使ってスムーズに対応します。

アンドロイドOS
IBX-Tシリーズは標準でアンドロイドOSを採用していますの
でグーグルプレイから自由にアプリをダウンロードして利用
できます。また搭載OPSスロットを利用してオプションでウ
インドウズPCもに対応します。

ディジタルホワイトボード
IBX-Tシリーズはディジタルホワイトボードに適しており、付属
のスタイラスペンや指で自由自在に描くことができます。

コンテンツシェアリング
IBX-Tシリーズは、HDMIケーブルとUSBケーブルを使い、外部のPC又は
MACの画面を表示出来タッチ動作をしながら、別のモニターで同じ画面
をシェアできます。

スクリーンキャスティング
IBX-TシリーズモニターはWIFI対応しており、クロームキャストの
ように、外部のPCやMACのコンテンツをシェアします。

工業用グレードパネルを採用
長時間運用を可能にするため、工業用グレードのパネルを採用して
います。



OPS-PC Option

GENERAL

INTERFACE

DISPLAY

Screen Size (Max. Resolu�on)

Model Name

Pixel Pitch

Brightness / Contrast 

Viewing Angle (H/V)

Display Color 

Refresh Rate

CVBS (Composite) In / Out

YPbPr In / RS232 (RJ-45) In

SPDIF  Out / USB In (Type C)

USB In / RJ45 (10/100M) In

Built in Speaker

Opera�ng Temperature/Humidity

Transmi�er - IR Remote Control

Media Player

Power Consump�on

Outline Dimension (W x H x D)

Net Weight / Gross Weight

Mount

USB In (Media) / USB In (Touch)

HDMI (2.0) In / Out

DP In / VGA In (15Pin D-Sub)

1 / 1

1 / 1

3 / 1

1 / 1

1 / 1

2 ( USB 2.0 ) / 2

2 (Mouse, Keyboard, U-Di / 2sk) / 2

PC Audio In / Audio Out 1 / 1

32 ~ 104°F (0 ~ 40 °C)  / 20 ~ 80% RH

Regula�on FCC(A), RoHS

Touch

Video Format (MPEG, AVI, MOV, MP4, MKV, RM, 3GP, FLV, WebM, ASP), Image Format (JPEG, PNG, BMP), Audio Format (mp3, mp4, wma)

Video Codec (MPEG1/2, MPEG4, DivX 3.11/4.12/5.x/5, XviD, H.263, H.264, MVC, AVS, WMV3, VC1, Mo�on JPEG, VP8/9, RV30/40)

Android Board Spec Android OS (Ver 8.0), CPU (Quad Core), RAM (3GB DDR4), Storage (32GB (Nand-Flash))

Support

Accessories

≤ 400 W / ≤ 0.5 W (Standby)

15W X 2

Sensor Type (Infrared Touch Frame), Surface Protec�on (4mm Toughened Glass), Response Time (< 10ms), Output Mode (HID Standard  )

Manual x1, Power Cable x1, Touch Pen x2, HDMI Cable x1, USB Cable x1, Remote Controller x1, Wall Mount x1, Mobile Stand (Op�on)

OPS-PC (Op�on)  Intel® Core™ i5 7200U processor, 8GB (Up to 16GB) DDR4 memory, and 128GB (Up to 512GB) SSD storage

WiFi 2.4GHz/5GHz, Bluetooth, LAN ethernet, Selectable Window OS system, Interface - HDMI, USB (2.0/3.0/Type-C), PC Autdio In/Out

Touch Accuracy (90% ± 1mm), Theory Clicks (Unlimited), Minimum Touch Object (≥ 1.6 mm (Single touch) | ≥ 3 mm (Mul� touch), Infrared Touch (20 Points)

127.86 lbs (58.0 kg) / 173.72 lbs (78.8 kg)

68.3x40.72x4.1” (1736 x 1034.5 x 103.75mm)

≤ 440 W / ≤ 0.5 W (Standby)

143.3 lbs (65.0 kg) / 198.41 lbs (90.0 kg)

77.5x 46.1x3.49” (1967.9 x 1171.6 x 88.7mm)

≤ 500 W / ≤ 0.5 W (Standby)

Electrical Ra�ngs AC 100 ~ 240V, 50/60Hz

304.29 lbs (138 kg) / 421.08 lbs (191 kg)

Universal 600 x 400 mm ( M8 x 4 ) Universal 800 x 600 mm ( M8 x 4 ) Universal 800 x 600 mm ( M8 x 4 )

88.4x52.8x4.25” (2244.9x1340.4x108.2mm)

VZ-75IBX-T VZ-86IBX-T VZ-98IBX-T

Aspect Ra�o / Response Time

74.5” (3840 x 2160 @60Hz)

0.429 mm x 0.429 mm

350cd/m² (Typical) / 1200 : 1

178° / 178°

HDMI (2.0) In - 3840 x 2160 @ 60Hz  | DP In - 3840 x 2160 @ 60Hz  | VGA In - 1920 x 1080 @ 60Hz 

1.07 G

16 : 9 (1.78  : 1) / < 8 ms

85.6” (3840 x 2160 @60Hz)

0.4935 mm x 0.4935 mm

400cd/m² (Typical) / 1200 : 1

178° / 178°

16 : 9 (1.78  : 1) / < 8 ms

97.52” (3840 x 2160 @60Hz)

0.5622 mm x 0.5622 mm

460cd/m² (Typical) / 1200 : 1

178° / 178°

16 : 9 (1.78  : 1) / < 8 ms

Interactive 4K Monitor

75, 86, 98”

IBX
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20 ポイント 
インターラクティブ

４Kモニター



SPECIFICATION
Frame Number

Model Name Model Name

VZ-PRO-ST

4 RU 7 RU

VZ-ST4U-C1

Full HD CCTV Videowall Controller 4K CCTV Videowall Controller

Total Card Support 12

Max Input Card 4

Max Output Card 8

INTERFACE

INTERFACE

REMOTE CONTROL

HDMI HD Input Card (VZ-H2K-IN4-60) HDMI 1.3 - 4 inputs I Up to 1920x1080/60

HDMI 4K Input Card (VZ-H4K-IN1-30) HDMI 1.4 - 1 input I Up to 3840x2160/30

DVI HD Input Card (VZ-D2K-IN4-60) DVI-D - 4 input2 I Up to 1920x1080/60

IP Decoder Card (VZ-IP-IN1) RJ45 x 1 H.264/H.265 4ch-4K/16ch-1080p/32ch-720p

GENERAL

GENERAL

Outline Dimension (W x H x D) 19x7x11.8” (483x178x300 mm)

Net Weight 44 lbs / 20 Kg

Electrical Ra�ngs 
Power Consump�on ≤ 200 W

19x16.1x15.9”(483x410x405mm)

66 lbs / 30 Kg

≤ 350 W

Opera�ng Temperature
Opera�ng Humidity
Redundant Power Supply

32°F ~ 122°F / 0 ~ 50°C

AC100~240V [50/60Hz]

5 ~ 95% RH

Built-in

Cooling Fan Built-in

MAX RESOLUTION
Max Resolu�on 1920 x 1080 @60Hz

Max Bit Rate 3.2Gbps per channel

Support Layers Up to 4 layers per output card

Max Preset / Group 32 per group / 4

Backgroung Picture & Sub�tle Op�on

VZ-ST7U-C2

24

18

18

10 RU

19x17.5x15.9” (483x445x405mm)

77 lbs / 35 Kg

≤ 500 W

VZ-ST10U

36

27

18

15 RU

19x26.1x15.9” (483x665x405mm)

110 lbs / 50 Kg

≤ 600 W

VZ-ST15U-C2

56

36

36

REMOTE CONTROL
Serial Control (RS232C) | Network Support (DB9 Connector) / TCP/IP (RJ45)

Remote Control So�ware (TCP/IP) DIMP Client So�ware (Compa�ble with Windows XP/7/8/10)

HDMI HD Output Card (VZ-H2K-OUT2-60) HDMI 1.3 - 2 outputs I Up to 1920x1080/60

DVI HD Output Card (VZ-D2K-OUT2-60) DVI-I - 2 outputs I Up to 1920x1080/60

Preview Card (VZ-Preview) Visual Echo Func�on/Preview Func�on

Ethernet (RJ-45) In 1 (Remote Control)

RS 232 In 1 (Serial Control / IR Receiver)

RS485 (RJ-45) In / Out

Frame Number
Total Card Support
Max Input Card
Max Output Card

HDMI 4K Input Card (VZ-H4KM-IN1)
HDMI 4K Input Card (VZ-H4KM-IN2)
HDMI HD Input Card (VZ-H2KM-IN4)
DVI HD Input Card (VZ-D2KM-IN4)

Outline Dimension (W x H x D)
Net Weight
Electrical Ra�ngs
Power Consump�on
Opera�ng Temperature
Opera�ng Humidity
Redundant Power Supply
Cooling Fan

Max Resolu�on
Max Bit Rate
Support Layers

Serial Control (RS232C) | Network
Remote Control So�ware (TCP/IP)

IP Decoder Card (VZ-IPM-IN2)
HDMI 4K Output Card (VZ-H4KM-OUT1)
HDMI 4K Output Card (VZ-H4KM-OUT2)
HDMI HD Output Card (VZ-H2KM-OUT4)
DVI Output Card (VZ-D2KM-OUT4)
HDBase-T Output Card (VZ-HDBT-OUT4)

1 / 1 (Feature Use)

VZ-PRO-MX

8 RU

1

20

18

10

HDMI 2.0 - 1 Input I Up to 3840x2160/60p

HDMI 1.4 - 2 Inputs I Up to 3840x2160/30p

HDMI 1.3 - 4 Inputs I Up to 1920x1080/60p

DVI - 4 Inputs I Up to 1920x1080/60p

19x14x12.2” (485x355x310 mm)

39.6 lbs / 18kg

450W

12 RU

1

40

38

20

19x21x12.2” (485x535x310 mm)

44 lbs / 20kg

≤ 800 W

18 RU

1

60

38

20

19x31.5x12.2” (485x800x310 mm)

55 lbs / 25kg

≤ 1000 W

24 RU

1

80

76

40

19x42x12.2” (485x1070x310 mm)

88 lbs / 40kg

≤ 2000 W

22°F ~ 122°F / -5 ~ 50°C

AC100~240V [50/60Hz]

5 ~ 95% RH

Built-in

Built-in

3840 x 2160 @30Hz

6.75 Gbps per signal

Up to 4 layers for 4K (8 Layers for 2K) per output card

Support / TCP/IP (RJ45)

Android App Provided

Provided - Mul�view Controller

RJ45 x 1 H.265 4ch-4K/16ch-1080p

HDMI 2.0 - 1 Output I Up to 3840x2160/60p

HDMI 1.4 - 2 Outputs I Up to 3840x2160/30p

HDMI 1.3 - 4 Outputs I Up to 1920x1080/60p

DVI - 4 Outputs I Up to 1920x1080/60p

HDBase-T - 4 Outputs I Up to 1920zx1080/60p

Ethernet (RJ45) 1 (For Remote Control)

RS232 In 1 (For Serial Control)

USB For Firmware Update
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パワフルで拡張可能CCTVビデオウオールコントローラー
シリーズ
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VZ-PRO-ST / MX

DVI
BNC

パワフルで拡張可能なCCTVビデオウオールコントローラー

CCTV ビデオウオールコントローラー
ViewZ PROシリーズのビデオウオールコントローラーは、ユーザーフレンドリーな拡張型ユニットで、高性能と高品質を提
供します。本PROシリーズはあらゆる入力ソースに対応し、搭載コントロールソフトを通してビデオウオール画面に自在に

表示し、管理します。

HDMI エクステンダー
HDMI信号を最長100m以上延長できる
VZ-1TRXをオプションで供給しあす ライセンスフリーなコン

トロールソフト
VZ-PROシリーズのコントロールソフトは容易
にビデオウオールを構築します。複数の入力
映像をビデオウオール上に必要な大きさ、ア
スペクト比、位置でレイアウトを構築しプリ
セットできます。そのレイアウトをグループ
化し、グループのシーケンシャル化、複数の
ビデオウオールの一括管理なども行えます。

入出力ソースの拡張型
VZ-PROシリーズは、容易に拡張できるようにあ
らゆる信号に対応したモジュールを用意してお
り、入出力数も最大で128x128まで対応できる
ように設計されています。対応モジュール
は、HDMI、DVI,VGA,SDI,IP各種用意しています。
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ViewZUSA.com3 6 Driving Visual Innovation

多目的高品位パワフル・ビデオウオール・コントローラー

IPベース・ビデオウオールコントローラー
VZ-PRO-IPSTシリーズは、多数のAV信号が集まる緊急コマンドセンター、制御室、コンベンションセンター向けにViewZが発明した
革新的なAV overIPシステムです。 VZ-PRO-IPSTシリーズは、通信技術を採用して、従来のAVシステムを複雑で孤立したものから、
統合された簡潔で柔軟なものに改革します。 これにより、一般的なAVシステムがAV処理、送信、制御、管理、およびストレージに

分類されます。 既存のイーサネットインフラストラクチャに基づいて、すべての作業を簡単に行うことができます。

Video Processing

コントロールソフト

License-Free
フルHDビデオは、標準の1ギガビット
イーサネットを介して配信でき、すべ
てのディスプレイに画像をスライス、
オーバーラップ、ウィンドウ処理、ス
トレッチするなどのビデオウォール機
能もコントロールパネルに含まれてい
ます。

AV over IP
すべてのAV信号と制御信号はIPス
トリームに変換され、標準の1ギガ
ビットイーサネットで送信され、
オーディオとビデオは完全に同期
されます。

Visual Dispatching
AV信号はコントロールパ
ネルでプレビューでき、
インタラクティブな方法
で操作できます。
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Model Name

VZ-PRO-100E VZ-PRO-100D

DecoderEncoder

IP Based Audio/Video Wall Controller

INTERFACE
Ethernet (RJ-45/PoE) In 1

HDMI In / Out (Spli�er) 2 / -

Audio In / Out (MIC) 1 / -

USB (KVM) 2

- / 2

- / 1

GENERAL
Outline Dimension (W x H x D) 8.625 x 7.5 x 1.73” / 219.075 x 190.5 x 44 mm

Net Weight 3.1 lbs / 1.4 kg

Power Input / P.o.E. DC12V, 3A / Support

SPECIFICATION
Max Resolu�on 1920 x 1080 @60Hz

Video Decoding Format H.264

RS232 (Green Terminal) 1 (Control Port)

IR OUT (Green Terminal) 1 (Control Port)

Debug (Green Terminal) 1 (Control Port)

Model Name

VZ-PRO-1070

Server

IP Based Audio/Video Wall Controller

INTERFACE
Ethernet (RJ-45) In 2

1Ethernet (RJ-45/PoE) In

INTERFACE
Remote Control So�ware for TCP/IP Upto 8 Users

Upto 4 UsersRemote Control So�ware for WiFi

USB 2

GENERAL
Outline Dimension (W x H x D) 17.1875 x 11 x 1.73” / 436.56 x 279.4 x 44 mm

Net / Gross Weight 5.02 lbs (2.28 kg) / 7.31 lbs (3.32 kg)

Power Input / P.o.E. DC12V, 3A / Support

SPECIFICATION
System Capacity Upto 200 pcs encoders / decoders

Video Slicing Upto 48 separate video

LED Sync. LED sender box frame syncrhoiza�on

IP-Based Powerful and Highly Configurable System

VZ-PRO-IPSTシリーズ

コンテンツ管理ソフトウエア(CMS)
License-Free
VZ-PRO-IPSTシリーズのCMS（コンテンツ管理ソフトウェア）は、
強力でユーザーフレンドリーなソフトウェアです。 デザイナー
プログラミングソフトウェアが付属しており、クライアントソフ
トウェアは、スケーリング、テンプレートの作成と保存など、い
くつかの重要なビデオウォール機能を提供します。

高度な構成が可能に

VZ-PRO-100E 

は高解像度エンコーダであり、VZ-PRO-IPSTシステムの分散ノードとし
て、オーディオとビデオをIPストリームに変換し、LANで送信および配
信します。
VZ-PRO-100D

は高解像度デコーダーであり、VZ-PRO-IPSTシステムの分散ノードとし
て、IPビデオストリームをHDMI信号に変換し、分散してディスプレイに
表示します。

VZ-PRO-1070 

はVZ-PRO-IPSTシリーズのサーバーであり、システム内のすべての分散
デバイスを管理および調整します。 VZ-PRO-1070を使用すると、ビデオ
ソースにLANでアクセスし、LANで配布し、コントロールパネルまたは
Webページでプレビューし、画像のスライス、オーバーラップ、ウィン
ドウ処理、およびストレッチの機能を使用してビデオウォールに表示で
きます。

VZ-PRO-IPSTシリーズは完全にIPベースのAVシステムです。 システムサーバ
ー （VZ-PRO-1070）、エンコーダー（VZ-PRO-100E）、デコーダー（VZPRO-
100D）で構成されています。 このシステムは、マルチビューアー、
ウォールコントローラー、マトリックススイッチャーの機能を提供します。
標準の1ギガビットネットワークおよび制御ソフトウェアに加えて、ネット
ワーク化されたAVシステムが構築されます。これにより、AV信号をIPストリ
ー ムに変換し、LANで配信し、LANが到達できる場所であればどこでもIPス
トリー ムをデコードしてAV信号に戻し表示します。
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ViewZUSA.com3 8 Driving Visual Innovation

VZ-U
NBS 2 X 2

DAISY CHAIN

UHD DISPLAY

VZ-U
NBS 2 X 2

DAISY CHAIN

UHD DISPLAY

 VZ-MV802

 VZ-MV401

8 Inputs

4 Inputs

16 Inputs

 VZ-MV1602

マルチビューワー
特徴

8入力DVI、2出力HDMI
HDCP対応
入力ソースのアスペクト比自動認識
音声対応ビデオソース検知
タリー対応、16チャンネルオーディオレベル表示
リダンダント電源対応、２４プリセット可
1RUラックマント対応

特徴

特徴

デュアルモード : １６入力,3出力マルチビューワー／ スイッチャー
16 x SD/HD/3G-SDI 入力
２０プリセット
タイムコード、UMDディスプレイ
PCリモートコントロール
16CH SDI ループスルー
1 RUラックマウント対応

低価格ソリューション

４入力HDMI、１出力HDMI
HDCP対応
ローテーション機能(R90 and L90°)
６プリセット、８アサイナブルレイアウト
4K (4096 x 2160@60Hz), 入出力
4:4:4 カラーサンプリング
1RU ラックマウント対応
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SPECIFICATION
HDMI® signals / HDCP

Model Name

VZ-MV401 VZ-MV802

4 by 1 8 by 2

VZ-MV1602

16 by 3

1.4 / 2.2

4K/ Full HD Multi Viewer

Input Resolu�on / Scaling Up to 4K@60Hz, 4:4:4 Color Sampling

Custom Layout 14 Layout ( 6 Preset & 8 Custom )

Rota�on / Flip / PIP & POP
On Screen Display

Support

-

-

1.4 / 2.2

Max. Video Output Resolu�on 4096 x 2160@60Hz, 4:4:4 Color Sampling 2048 x 1080 @60hz

Up to 1080p, 1080i

Unlimited ( 24 User-Defined Preset & Custom)

-

Skin Technology for Customizing Borders,

Labels (4 per window), Fonts, Tally LEDs, Logos, 

Clock faces, UMD, OMD, IMD, Dynamic UMD

Alarms

-

No audio, Audio High/Low, no Video, 

Discrete AES / Analog Audio Upto 4ch/video input (2 pairs, balanced/unbalanced)

Front Panel Bu�ons for Quick Preset Recalls,

IP Connec�on

Control Front Panel Bu�ons for Quick Preset Recalls,

GPIs, VZ commander

Video Black, Video Frozen

INTERFACE
HDMI Input  / DVI Input 4 / -

SDI In / Out -

Discrete AES Audio Output (BNC) -

GENERAL
Outline Dimension (W x H x D) 17.33 x 9.05 x 1.77” ( 440.4 x 230 x 45 mm )

Net Weight 5.99 lbs / 2.72 Kg

Rack Height 1 RU

Electrical Ra�ngs / Consump�on DC 12V/2A, locking barrel connector / ≤ 15W

Opera�ng/Storage Temperature
Opera�ng/Storage Humidity
EMI/RFI

18 x 13 x 1.75” ( 457.2 x 330.2 x 44.5 mm )

6.17 lbs / 2.8 kg

1 RU

DC 12V 5A / AC 90 ~ 250 V (50/60Hz) 1.5A

32 ~ 113°F (0~45°C) / -4 ~ 140°F (-20~60°C ) 32 ~ 104°F (0~40°C) / -4 ~ 140°F (-20~60°C )

20 ~ 90% RH 20 ~ 80 % RH / 10 ~ 90 % RH

FCC Part 15 Class A, CE FCC Part 15 Class A, CE

VGA to DVI Adapter x8, Rack Mount Ear x1,

RJ-50 toDB9 GPI I/O Cable x1, Power Cable x1,

RJ-50 to DVI Adapter x2, RJ-50 to HDMI x1,

RJ45 to DB9 RS232 Cable x 1, CD (SW&Manual)

LED Indicator Color

Accessories

Input, Layout, Input Swap, Lock - Blue

Standby On - Red, Standby Off - Green

Rack Mount Ear x1, DC Adapter x1,

Input - Green, Standby On - Red

Power Cable x1, Manual x1

- / 8

HDMI Output 1 2

-

1 ( Line Level AES Audio Monitor )

Discrete Analog Audio Output - 1

Discrete Audio Output (SCSI) - 2 ( Discrete Audio and GPI/O )

LTC (BNC) / SDI Out - 1 ( Sync on Screen Clocks ) / - 

Serial Port  / Audio R&L 1 ( RS-232 type ) / 1 1 ( RJ-45 Type ) / -

General Purpose IO (RJ50) - 1 ( Control, Alarm and Tally )

Network (RJ-45)  / USB 2.0 1 ( 10/100/1000 Base-T ) / 1 ( Firmware ) 1 ( 10/100/1000 Base-T ) / -

1.4 / 2.2

1920 x 1080 @60hz

Up to 1080p, 1080psf, 1080i, 720p, 625i

20 Preset-Mul�view Layouts with Clock Display

-

Time code, UMD, Signal Status,

Audio Meter Overlay

-

-

Front Panel Bu�ons for Quick Preset Recalls,

Knob control with LCD display

17.45 x 5.27 x 1.73” ( 443.3 x 134 x 44 mm )

4.4 lbs / 2 kg

1 RU

DC 12 ~ 24V 5A / 36 W

32 ~ 140°F (0~60°C) / -22 ~ 158°F (-30~60°C )

0 ~ 90 % RH

FCC Part 15 Class A, CE

16ch Mul�viewer x 1, Manual x 1,

DC 12V 5A Power Adapter x 2

Input - Green, Standby On - Red

-

1 ( Mul�view )

16 / 16

-

-

-

- / 1 ( Mul�view )

1 ( RS-422 Type, SW Control ) / -

-

1 ( SW Control & Update ) / -

SCSI-DB9 GPI/Audio Cable x2,
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MV
マルチビューワー

カスタムレイアウト 
プリセットと任意設定
VZ-MV401 - １４のスクリーンレイアウト

（６つのプリセットと８つの任意設定）
VZ-MV802 - ２４つの任意レイアウトをプリセット
可能。また任意のボーダー幅と色設定。任意のテ
キスト表示
VZ-MV1602 - ２０のプリセット

低価格ソリューション
入力と出力に応じ機種選定
VZ-MV401 - ４入力、１出力対応マルチビューワー
VZ-MV802 - ８入力、２出力対応マルチビューワー
VZ-MV1602 - １６入力、３出力対応マルチビュー
ワー兼マトリクススイッチャー

* ViewZのビデオウオールモニターVZ-49UNBS又
VZ-55UNBS を使ってのデイジーチェイン接続したマル
チ画面表示に も適しています。

高性能と高信頼性
多くの機能搭載
ViewZのマルチビューワーは24/7/365に対応し、高信
頼性を保証します。VZ-MV802はリダンダント電源に
対応しており、付属のVZコマンダーソフトウエアに
より、表示画面のボーダー変更、アラーム検知、音
声レベル表示、テキスト挿入、タリー表示、クロッ
ク表示、グラフィック追加等多くの機能を搭載して
います。

シリーズ
低価格ソリューション



DISPLAY
Screen Size (Max. Resolu�on)

Model Name

VZ-49UNBS VZ-55UNBS

ULTRA Narrow Bezel LED Video Wall Monitors

Pixel Pitch
Brightness / Response Time
Contrast 
Aspect Ra�o
Viewing Angle (H/V)
Display Color 
Bezel (ACTIVE to ACTIVE)
Top & Le� | Bo�om & Right

49” ( 1920 x 1080 @60Hz )

0.55926 mm x 0.55926 mm

450cd/m²(Typical) / < 8 ms

1200:1

16 : 9 ( 4:3 Available )

178° / 178°

16.7M

0.137” / 3.5 mm

0.090” ( 2.3 mm ) | 0.047” ( 1.2 mm )

55” ( 1920 x 1080 @60Hz )

0.630 mm x 0.630 mm

500cd/m²(Typical) / < 8 ms

1200:1

16 : 9 ( 4:3 Available )

178° / 178°

16.7M

0.137” / 3.5 mm

0.090” ( 2.3 mm ) | 0.047” ( 1.2 mm )

INTERFACE

REFRESH RATE

HDMI 2.0 In / Out 1 / 1

VGA In (15Pin D-Sub) 1 

RS232 (RJ-45) In / Out 1 ( Serial Control / IR Receiver ) / 2 ( Serial Control )

Audio In / Out - / 1

 USB In 1 (Upgrade)

GENERAL
Outline Dimension (W x H x D)
Net Weight / Gross Weight

Mount
Built in Speaker -

USB Media Player -

Electrical Ra�ngs / Consump�on
Opera�ng/Storage Temperature 32 ~ 122°F (0 ~ 50°C) / 32 ~ 140°F (0 ~ 60°C)

Opera�ng Humidity 20 ~ 80% RH

42.4 x 23.9 x 4.64” (1077.6 x 607.8 x 118 mm)

54.01 lb ( 24.5 kg ) / 59.52 lb ( 27.0 kg )

AC100 ~ 240V(50/60Hz) / 120 W (Max)

47.8 x 26.9 x 4.7” (1213.4 x 684.2 x 119.4 mm)

66.91 lb ( 30.35 kg ) / 83.77 lb ( 38.0 kg )

Universal 600 x ( 100 x 4 ) ( M6 x L12 ) Universal 600 x ( 100 x 4 ) ( M6 x L12 ) 

AC100 ~ 240V(50/60Hz) / 180 W (Max)

An�-Image Residual Correla�on Support

Regula�on FCC (A), RoHS

Transmi�er - IR Remote Control Support

Auto Source / Power Recovery Support

Compa�ble Mounts Wall : VZ-WM71, VZ-XMS | Ceiling : VZ-CMKiT-04 

Daisy Chain Support (Mullion Compensa�on, Frame Comp Func�on)

HDMI 2.0 In / Out 3840 x 2160 @ 60 Hz

DP In 3840 x 2160 @ 30 Hz

DVI-D In 3840 x 2160 @ 30 Hz

VGA In (15Pin D-Sub) 1920 x 1080 @ 75 Hz

DP In 1

DVI-D In / Out 1

VZ-43UHD VZ-55UHD

43” ( 3840 x 2160 @60Hz )

4K UHD / Quad View LED Video Wall Monitors

0.2451 mm x 0.2451 mm

350cd/m² (Typical) / < 8 ms

1100:1

16 : 9 (1.78 : 1)

178° / 178°

1.07 G

1.02” / 26 mm

55” ( 3840 x 2160 @60Hz )

0.315 mm x 0.315 mm

350cd/m² (Typical) / < 6 ms

1200:1

16 : 9 (1.78 : 1)

178° / 178°

1.07 G

1.1” / 28.4 mm

0.51” ( 13 mm ) | 0.51” ( 13 mm ) 0.55” ( 14.2 mm ) | 0.55” ( 14.2 mm )

2 / -

1

1 / 1

1

1 / 1

38.2 x 21.98 x 1.98” (969.9 x 558.3 x 50.4 mm)

25.79 lbs ( 11.7 kg ) / 31.30 lbs ( 14.2 kg )

Universal 400 x 200 (M6)

10W x 2

32 ~ 104°F (0°C ~ 40°C) / -

20 ~ 80% RH

FCC (A), RoHS

Support

Support

Max 16GB, Video Codec (WMA/WMV, AAC, AC3, DIVX, MPEG, H264, VC1, AVS, FLV, RM/RMVB)

Video Format (MP4, MOV, MKV, FLV, AVI), Image Format (BMP, JPEG, JPG, PNG), 

Music Format (AAC, FLAC, MP3, OGG, WAV, M4A), Text Format (TXT (raw text file only))

Support

-

Wall : VZ-AM03, VZ-WM71, VZ-XMS | Ceiling : VZ-CMKiT-04 

48.94 x 28.11 x 3.82” (1243.2 x 714 x 97.1 mm)

35.49 lbs ( 16.1 kg ) / 43.65 lbs ( 19.80 kg )

Universal 400 x 400 (M6)

10W x 2

AC100 ~ 240V(50/60Hz) / ≤ 90 W AC100 ~ 240V(50/60Hz) / ≤ 150 W

1 / 1

-

3840 x 2160 @ 60 Hz

3840 x 2160 @ 60 Hz

3840 x 2160 @ 30 Hz

1920 x 1080 @ 60 Hz

UN
BS

 -
 F

u
ll 

H
D

 V
id

e
o

 W
a

ll 
M

o
n

ito
rs

 4
9”

 ~
 5

5”

4 0 Driving Visual Innovation

UNBS
1. 2 mm ウルトラナローベゼル
デイジーチェイン対応可能
ビデオウオールモニター

シリーズ



DISPLAY
Screen Size (Max. Resolu�on)

Model Name

VZ-55ENB VZ-55EHB

EXTREME Narrow Bezel LED Video Wall Monitors SUPER Narrow Bezel LED Video Wall Monitors

Pixel Pitch
Brightness / Response Time
Contrast 
Aspect Ra�o
Viewing Angle (H/V)
Display Color 
Bezel (ACTIVE to ACTIVE)
Top & Le� | Bo�om & Right

55” ( 1920 x 1080 @60Hz )

0.630 mm x 0.630 mm

500cd/m²(Typical) / < 8 ms

3500:1

16 : 9 ( 4:3 Available )

178° / 178°

16.7M

0.070” / 1.8 mm

0.030” / 0.9 mm | 0.030” / 0.9 mm

VZ-55SNB

55” ( 1920 x 1080 @60Hz )

0.630 mm x 0.630 mm

500 cd/m²(Typical) / < 8 ms

3500:1

16 : 9 ( 4:3 Available )

178° / 178°

16.7 M

0.034” / 0.88 mm

0.017” / 0.44 mm | 0.017” / 0.44 mm

55” ( 1920 x 1080 @60Hz )

0.630 mm x 0.630 6mm

700 cd/m²(Typical) / < 8 ms

3500:1

16 : 9 ( 4:3 Available )

178° / 178°

16.7 M

0.034” / 0.88 mm

0.017” / 0.44 mm | 0.017” / 0.44 mm

VZ-55SHB

55” ( 1920 x 1080 @60Hz )

0.630 mm x 0.630 mm

700cd/m²(Typical) / < 8 ms

3500:1

16 : 9 ( 4:3 Available )

178° / 178°

16.7 M

0.070” / 1.8 mm

0.030” / 0.9 mm | 0.030” / 0.9 mm

INTERFACE

REFRESH RATE

CVBS (Composite) In 1

HDMI  In 1

USB In 1

RS-232 In / Out 1 / 2

GENERAL
Outline Dimension (W x H x D)
Net Weight / Gross Weight

Mount

3D Comb-Filter & De-Interlace Support

Electrical Ra�ngs / Consump�on
32 ~ 120°F (0 ~ 50°C) / 32 ~ 140°F (0 ~ 60°C)Opera�ng/Storage Temperature

Opera�ng/Storage Humidity 20% ~ 80% RH (Non-Condensing) 

47.7 x 26.85 x 4.6” (1211.4 x 682.2 x 118.5mm)

63.93 lb ( 29 kg ) / 87.30 lb ( 39.6 kg )

Universal 600 x 400 (100 x 4) mm, (M5 x L8)

AC100 ~ 240V(50/60Hz) / 180 W (Max)

47.7 x 26.85 x 4.6” (1211.4 x 682.2 x 118.5mm)

63.93 lb ( 29 kg ) / 87.30 lb ( 39.6 kg )

Universal 600 x 400 (100 x4) mm, (M5 x L8)

AC100 ~ 240V(50/60Hz)  / 180 W (Max)

47.6 x 26.81 x 4.6” (1210.5 x 681.2 x 118.5mm)

66.13 lb ( 30 kg ) / 89.50 lb ( 40.6 kg )

Universal 600 x 400 (100 x4) mm, (M8 x L12)

AC100 ~ 240V(50/60Hz)  / 250 W (Max)

47.6 x 26.81 x 4.6” (1210.5 x 681.2 x 118.5mm)

66.13 lb ( 30 kg ) / 89.50 lb ( 40.6 kg )

Universal 600 x 400 (100 x4) mm, (M8 x L12)

AC100 ~ 240V(50/60Hz)  / 250 W (Max)

An�-Image Residual Correla�on Support

Regula�on FCC (A), RoHS

Transmi�er - IR Remote Control Support

Auto Source / Power Recovery Support

Compa�ble Mounts Wall : VZ-WM71, VZ-XMS | Ceiling : VZ-CMKiT-04 

HDMI In 3840 x 2160 @ 60Hz

DP In 3840 x 2160 @ 30Hz

DVI-D In 3840 x 2160 @ 30Hz

VGA In 1920 x 1080 @ 60 Hz

DVI-D In 1

DP In 1

VGA In (15Pin D-Sub) 1

SHBSNB
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0.44 mm スーパーナローベゼル
CCTV ビデオウオールディスプレイ

シリーズ
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SPECIFICATION
Support Resolu�on

576i / 576p / 720p / 1080i / 1080p / 3840x2160

480i / 480p / 720p / 1080i / 1080p /3840x2160

3840x2160 / 4096x2160

@50 Hz

@59.94/60 Hz

@30 Hz

@23.98/25 Hz 3840x2160 / 4096x2160

HDCP™ Version HDCP 2.2 / 1.4

HDMI Compliance HDMI 2.0a

Ipcolor Technology Support

Transmission Distance-CAT 6,6A,7 up to 230� / 70m

Audio Format LPCM / DTS-H D / DTS / Dolby Digital 5.1ch

In / Out TDMS Signal 0.7 ~ 1.2 Vp-p (TDMS)

In / Out DDC Signal 5 Vp-p (TTL)

In / Out HDMI Cable Length ≤ 8 m (AWG 24)

INTERFACE - Transmi�er TX / Receiver RX
TX/RX - Power Input (DC 5V) 1

TX/RX - IR In / Out 1 / 1

TX - CAT6 (RJ45) Out 1

TX - HDMI In / Out 1 / 1

RX - S/PDIF (ARC support) 1

RX - CAT6 (RJ45) In / HDMI Out 1 / 1

GENERAL
Outline Dimension (W x H x D) 4.17 x 1.0 x 3.9” (106 x 26.2 x 99 mm)

Net Weight TX: 0.46 lbs (210 g) / RX: 0.46 lbs (210 g)

Opera�ng/Storage Temperature -4 ~ 140°F (-20~60°C) / -22 ~ 158°F (-30~70°C)

Mechanical Construc�on Aluminum alloy (Black)

Electrical Ra�ngs DC 5V / 2A (100 ~ 240 VAC, 50/60 Hz)

Power Consump�on Tx & Rx ≤ 4 W

Protec�on Level 1a Contact discharge level 3

Electrical Ra�ngs 1b Air discharge level 3 implementa�on of 

the standard : IEC61000-4-2設置場所、 維持を興梠
したカスタムマウント

ViewZのカスマムマウントは顧客からの設置スペース、運用形態、メインテナンスを基
に１から設計し、顧客側の満足度を １００％達成するよう設計します。モニターの取り
外しを容易にする引き出し型取付、移動を容易にする取付、ビデオウオールのフレーム

等をオファーします。

顧客のニーズに応じたビデオウオール取付を設計、製作、提供します。

CAT5以上
HDMI エクステンダー

ビデオウオール付属品



VIDEO
Imaging Sensor

Model Name

VZ-VBC-1 VZ-VDC-1

SONY 2.1 Megapixel CMOS Sensor

1080p Full HD VARI-FOCAL Weather-proof IR Cameras Full HD MINI Weather-proof IR Cameras

HD Scanning System 1/2.8” Progressive Scan

S/N Ra�o

Vari-Focal MP 2.8 - 12 mm

HD Video Output / Resolu�on

More than 50dB

Image Frame

1080p (1920x1080)

Analog Video Output Level

NTSC : 30 fps / PAL : 25 fps

Analog Output Transmission

1.0 Vp-p (75Ω, Composite)

Min. Illumina�on

984 � / 300 m

FOV (Field Of View)

Lens

0.01 Lux (Color, AGC On), 0 Lux (BW, IR On)

Electronic Shu�er Speed

90° ~ 35°

NTSC : 1/30sec ~ 1/10,000sec

PAL : 1/25sec ~ 1/10,000sec

IR LED 30 pcs

IR Wavelength / Range 850 nm / 114 - 131 � ( 35 - 40 m )

Video Out 1 x AHD/TVI/CVI/CVBS ( BNC )

SONY 2.1 Megapixel CMOS Sensor

1/2.8” Progressive Scan

Vari-Focal MP 2.8 - 12 mm

More than 50dB

1080p (1920x1080)

NTSC : 30 fps / PAL : 25 fps

1.0 Vp-p (75Ω, Composite)

984 � / 300 m

0.0001 Lux (F1.2)

90° ~ 35°

NTSC : 1/30sec ~ 1/10,000sec

PAL : 1/25sec ~ 1/10,000sec

24 pcs

850 nm / 82 - 114 � ( 25 - 35 m )

1 x AHD/TVI/CVI/CVBS ( BNC )

GENERAL
Outline Dimension (W x H x D) ɸ3.14” x 10.93” / ɸ80mm x 277.8mm

Net Weight 1.76 lbs / 800g

ENVIRONMENTAL
Out-door Ready IP 66

Language English (Selectable)

Construc�on Aluminum Alloy

Electrical Ra�ngs DC12V ±10%

Regula�on CE, FCC

Opera�ng Temperature 14 ~ 131°F / -10°C ~ 55°C

Opera�ng Humidity 0% to 85%

ɸ4.68” x 3.93” / ɸ119.0mm x 100.0mm

1.43 lbs / 650g

IP 66

English (Selectable)

Aluminum Alloy

DC12V ±10%

CE, FCC

14 ~ 131°F / -10°C ~ 55°C

0% to 85%

FUNCTION
Day & Night ICR ( Auto, B.W, Color, EXT )

Adjust SHARPNESS, MONITOR, LSC, NTSC/PAL

AGC Adjustable 1 ~ 15

WDR On, Off - Digital WDR (More than 120dB)

2D/3D - NR On, Off - 3D DNR Only

White Balance

ICR ( Auto, B.W, Color, EXT )

SHARPNESS, MONITOR, LSC, NTSC/PAL

Adjustable 1 ~ 15

On, Off - More than 120dB

On, Off

AWB / MWB

VZ-FDC-1

SONY 2.1 Megapixel CMOS Sensor

1/2.8” Progressive Scan

MP 3.6mm

More than 50dB

1080p (1920x1080)

NTSC : 30 fps / PAL : 25 fps

1.0 Vp-p (75Ω, Composite)

984 � / 300 m

0.0001Lux (F1.2)

85°

NTSC : 1/30sec ~ 1/10,000sec

PAL : 1/25sec ~ 1/10,000sec

18 pcs

850 nm  / 49 � ( 15m )

1 x AHD/TVI/CVI/CVBS ( BNC )

ɸ3.70” x 3.30” / ɸ94mm x 84mm

0.79 lbs / 360g

IP 66

English (Selectable)

Aluminum Alloy

DC12V ±10%

Power Consump�on Max. 4W Max. 4W Max. 3.5W

CE, FCC

14 ~ 131°F / -10°C ~ 55°C

0% to 85%

ICR ( Auto, Color, B/W, Ext )

SHARPNESS, MONITOR, LSC, NTSC/PAL

INTERFACE
AHD/TVI/CVI/CVBS ( BNC ) 1

DC 12V 1

1

1

1

1

Adjustable 1 ~ 15

On, Off - More than 120dB

On, Off

HD
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フルHD 1080P同軸ケーブ
ル対応AHD, TVI, CVI,
CVBSに対応

カメラ
シリーズ



FE-1

VIDEO
Imaging Sensor

Model Name

VZ-FE-1

SONY 6 MP CMOS Sensor

Full HD Fisheye IP Camera

HD Scanning System 1/1.8” Progressive Scan

Video Compression

6MP 1.6mm

Bit Rate (CBR/VBR)

H.264 High/Main/Baseline Profile, M-JPEG

500kb - 12000kb

Video Stream #1 3072 x 2048 @15fps (Max. Resolu�on)

1920x1920/1440x1440/1920x1080@25/30fps

Video Stream #2 1280x1280/720x720/740x576@15/25/30fps

Image Se�ng Rotate Mode, Satura�on, Brightness

Contrast, Sharpness

Min. Illumina�on
FOV (Field Of View)

Lens

0.01 Lux (Color, AGC On), 0 Lux (BW, IR On)

Electronic Shu�er Speed

360°

1/5 sec ~ 1/20,000 sec

IR LED / Range 6 pcs / 49 � ( 10m )

RJ-45 (Ethernet (10/100 Base-T)) 1 ch

Audio In /Out 1 / 1

Alarm In /Out 1 / 1

Addi�onal Storage 1 - Micro SD/SDHC/SDXC slot, Max 64GB

GENERAL
Outline Dimension (W x H x D) ɸ6.37” x 2.05” / ɸ161.99 mm x 52.2 mm

Net Weight 1.54 lbs / 700g

ENVIRONMENTAL
Out-door Ready IP 66

Language English (Selectable)

Construc�on Aluminum Alloy

Electrical Ra�ngs / Consump�on AC24V, DC12V, PoE / 8W(5W) - IR LED ON(OFF)

Regula�on CE, FCC

Opera�ng Temperature/Humidity -22°F ~ 140°F (-30°C ~ 60°C) / 0% to 90%

FUNCTION
HLC / Digital WDR / 2D&3D - NR On, Off

Day & Night ICR ( Auto, B.W, Color )

De-warping 1F + 3 / 5 / 7, 180° panorama

NETWORK

INTERFACE

Network Protocols HTTP,HTTPS, TCP/IP, UDP/IP, RTSP, DHCP, NTP

PPPoE, Unicast and Mul�cast

Alarm Trigger Network disconnect, Disk & I/O alarm

RTSP Video Standard RFC2326, Support QuickTime / VLC

System Compa�bility Onvif 2.4 Profile-S

Security User Sec. Authen�ca�on, Reset, H/W WatchDog

360° View
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フルHD 1080p TCP / IP カメラ(Onvif Profile S)
6 MP Fixed 1.6 mm HDレンズ使用
映像補正ソフト搭載
自動ゲイン調整(AGC), 自動白トラッキング (ATW)
DNR (2D / 3D)、ディジタルワイドダイナミック(D-WDR)
ハイライト補正 (HLC), デイナイト機能

IP 360° 全方位カメラ



VIDEO
Imaging Sensor

Model Name

VZ-FMS-2 VZ-FBS-2

2.1 Megapixel CMOS Sensor

2.1 M 3G/HD-SDI Full HD Miniature Camera 1080p Full HD COMPACT HD-SDI / HDMI BOX Camera

HD Scanning System 1/3” Progressive Scan

HD Video Output / Resolu�on

More than 50dB (AGC Off)

HD-SDI, 3G-SDI

1080p(29.97, 59.94fps)

1080i (59.94fps), 720p (29.97,59.94 fps)

Image Frame

Composite(1.0Vp-p ,75ohm), Color Bar Signal

Min. Illumina�on

NTSC, PAL Composite (1.0Vp-p ,75ohm)

S/N Ra�o

0.1Lux (F1.2,50 IRE,AGC MAX) 

Horizontal TVL
Electronic Shu�er Speed

DSS X4:0.01 Lux 

More than 1000 TVL

MANUAL( 1/30(25) ~ 1/30,000 sec )

2.1 Megapixel CMOS Sensor

1/3” Progressive Scan

More than 50dB (AGC Off)

HD-SDI, 3G-SDI

1080p(29.97, 59.94fps)

1080i (59.94fps), 720p (29.97,59.94 fps)

Composite(1.0Vp-p ,75ohm), Color Bar Signal

NTSC, PAL Composite (1.0Vp-p ,75ohm)

0.1Lux (F1.2,50 IRE,AGC MAX) 

DSS X4:0.01 Lux 

More than 1000 TVL

MANUAL( 1/30(25) ~ 1/30,000 sec )

GENERAL
Outline Dimension (W x H x D) 0.9 x 0.9 x 1.45” / 23.0 x 23.0 x 37.0mm

Net Weight 0.11 lbs / 50g (Without Cable)

Language English (Selectable)

Construc�on Aluminum Alloy

Electrical Ra�ngs DC12V 150mA

Power Consump�on
Fix 1/2.5” 3.6mm,M12 (Op�on: 6mm)

Opera�ng/Storage Temperature 14 ~ 122°F ( -10~50°C) / -4 ~ 158°F (-20~70°C)

Opera�ng Humidity 0% to 90% Non-condensing

0.74 x 0.74 x 2.36” / 19.0 x 19.0 x 60.0 mm

0.048 lbs / 22g (Without Cable)

English (Selectable)

Aluminum Alloy

DC12V 150mA

Fix 1/2.5” 3.6mm,M12 (Op�on: 6mm)

14 ~ 122°F ( -10~50°C) / -4 ~ 158°F (-20~70°C)

0% to 90% Non-condensing

FUNCTION
Auto White Balance AUTO/AUTOEXT/PRESET/Manual (R&B-Gain)

Digital Noise Reduc�on DNR (Off / Low / Middle / High)

Backlight Compensa�on BLC (Off / On)

Wide Dynamic-Range WDR (Off / Low / Middle / High)

SENS-UP OFF / x2 / x3 / x4

AGC

AUTO/AUTOEXT/PRESET/Manual (R&B-Gain)

DNR (Off / Low / Middle / High)

BLC (Off / On)

WDR (Off / Low / Middle / High)

OFF / x2 / x3 / x4

VZ-BCHS-1

2.1 Megapixel CMOS Sensor

1/3” Progressive Scan

More than 50dB (AGC Off)

HD-SDI, 3G-SDI

1080p (25, 30, 50, 60fp,s)

1080i (50, 60fps), 720p (50, 60fps)

HDMI, Color Bar Signal

NTSC, PAL Composite (1.0Vp-p ,75ohm)

0.1Lux (F1.2,50 IRE,AGC MAX) 

DSS X4:0.01 Lux 

More than 1000 TVL

AUTO / MANUAL ( 1/30 sec ~ 1/30,000 sec )

2.32 x 2.32 x 4.02” / 58.93 x 58.93 x 102.1mm

0.44 lbs / 200g

English (Selectable)

Aluminum Alloy

DC12V 400mA

-

14 ~ 131°F ( -10 ~ 55°C ) / -

0% to 90% Non-condensing

AUTO/Pushing/Manual (3000K,5000K,8000K,R&B-Gain)

DNR (Off / Low / Middle / High)

BLC (Off / On)

WDR (Off / Low / Middle / High)

OFF / x2 / x3 / x4

VZ-BCHS-2

2.1 Megapixel CMOS Sensor

1/3” Progressive Scan

More than 50dB (AGC Off)

HD-SDI, 3G-SDI

1080p (25, 30, 50, 59.94, 60fps)

1080i (50, 59.94, 60fps), 720p (50, 59.94, 60fps)

HDMI, Color Bar Signal

NTSC, PAL Composite (1.0Vp-p ,75ohm)

0.1Lux (F1.2,50 IRE,AGC MAX) 

DSS X4:0.01 Lux 

More than 1000 TVL

AUTO / MANUAL ( 1/30 sec ~ 1/30,000 sec )

2.32 x 2.32 x 4.02” / 58.93 x 58.93 x 102.1mm

0.44 lbs / 200g

English (Selectable)

Aluminum Alloy

DC12V 400mA

LENS Mount

1.8 W 1.8 W 4.8 W 4.8 W

-

14 ~ 131°F ( -10 ~ 55°C ) / -

0% to 90% Non-condensing

AUTO/Pushing/Manual (3000K,5000K,8000K,R&B-Gain)

DNR (Off / Low / Middle / High)

INTERFACE
HD/3G-SDI 1

CVBS ( BNC ) -

1

1

1

1

1

1

HDMI - - 1 1

DC 12V / Auto-Iris Connector 1 / - 1 / - 1 / 1 1 / 1

BLC (Off / On)

WDR (Off / Low / Middle / High)

OFF / x2 / x3 / x4

Adjustable 0 ~ 10 Adjustable 0 ~ 10 Adjustable 0 ~ 10 Adjustable 0 ~ 10

Color Temperature / R & B-Gain Adjustable Adjustable Adjustable Adjustable

Mirror Image MIRROR, FLIP, (Off / On) MIRROR, FLIP, (Off / On) MIRROR, FLIP, (Off / On) MIRROR, FLIP, (Off / On)

Privacy Masking / Camera ID Support Support Support Support

Mo�on Detec�on / Digital Zoom Support Support Support Support

HD
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2.1MP 3G/HD-SDI/HDMI
フルHD 1080p
ミニチュア カメラ

カメラ
シリーズ



HVR

Hybrid DVRs

VIDEO 

AUDIO

RECORDING & PLAYBACK

NETWORK

GENERAL

Compression

Model Name

Encoding / Decoding
Input - Pure Analog
Input - Mixed

Input - Pure Network
Output - Main Monitor

Codec / Two Way Audio

Opera�ng Temperature
Opera�ng Humidity
Atmospheric pressure

Electrical Ra�ngs / Consump�on

Recording Mode
Recording Resolu�on - IP
Recording Resolu�on - Analog
Performance

Connec�on
Client Viewer
Remote Setup and Upgrade
PTZ Control

Outline Dimension (W x H x D)
Net Weight / Gross Weight

G.711A / Support

Manual, Event, Timer
Up to 5MP (Depending on IP Camera)

Up to 1080p
8ch Full HD Synchronous Playback 16ch Full HD Synchronous Playback

Pentaplex Live/Record/Playback/Backup/Network
STORAGE
HDD
Backup Device

Usage - 1280x720 (720p) Input
Usage - 960H (Analog) Input

2 SATA (Each Supports MAX 6TB )
USB (External) / HDD

0 ~ 20 Gb / Day by Channel- 15 fps/ch
12 ~ 20Gb / Day by Channel- 15 fps/ch

Backup Format
Usage - 1920 x 1080 (1080p) Input

BMP, AVI, Proprietary Format
20 ~ 30Gb / Day by Channel- 15 fps/ch

Usage - Audio 691.2 MB / Day by Channel

14°F ~ 104°F / -10°C ~ 45°C
20 % ~ 80 % (Non-condensing)

DC 12V, 2A (1 HDD) / 4A (2 HDD) / < 15 W (w/o HDD)
4.40 lbs ( 2.0 kg ) / 6.4 lbs ( 2.90 kg )

86 kPa to 106 kPa

10/100 Base-T
3G/4G Mobile ( iPad / iPhone / Android) | Web Viewer  - Windows (Firefox)

Support
Support Mul�ple PTZ Protocols

INTERFACE
CVBS (Composite) In
CVBS (Composite) Out
Audio In / Out
Network Interface

8 ch BNC ( AHD / TVI / CVBS )
1 ch VGA, 1 ch HDMI

8 ch RCA / 1 ch RCA

16 ch BNC ( AHD / TVI / CVBS )

6 ch RCA / 1 ch RCA
1 - RJ45 10/100M Adap�ve Ethernet Port

USB Front - 1 EA, Rear - 2 EA
RS485 1 EA (PTZ Control)
Alarm Sensor In / Out 4ch / 1ch

13.77 x 11.61 x 1.77” ( 350 x 295 x 45 mm )
4.40 lbs ( 2.0 kg ) / 6.4 lbs ( 2.90 kg )

13.77 x 11.61 x 1.77” ( 350 x 295 x 45 mm )

VZ-08HVR VZ-16HVR

H.264 (High Profile)
8ch × 1080p @15fps

8ch 1080p
7ch 1080P (Analog) + 1ch 1080P (Network)
6ch 1080P (Analog) + 2ch 1080P (Network)

8ch 1080P / 8ch 960H / 8ch 3M / 8ch 5M
1ch 1080P (Analog) + 7ch 1080P (Network)

16ch × 1080p @15fps
16ch 1080p

15ch 1080p(Analog) + 1ch 1080p(Network)
14ch 1080p(Analog) + 2ch 1080p(Network)

16ch 1080p/16ch 960H/16ch 3M/16ch 5M
1ch 1080p(Analog) + 15ch 1080p(Network)

HDMI and VGA (1920x1080)
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8 & 16 チャンネル AHD / TVI / CVBSハイブリッド DVRs
シリーズ



MP Fixed Focal Length - FA type with Lock Screws

MODEL RESOLUTION
3 MP

FORMAT
1”

APERTURE
F1.4

MOUNT
C

FOCAL LENGTH
8 mm

IRIS

MODEL RESOLUTION FORMAT ZOOM APERTURE MOUNTFOCAL LENGTH IRIS

ManualVZ-DF8M-3MP-2
3 MP 1” F1.4 C12.5 mm ManualVZ-DF12.5M-3MP-2

VZ-DF16M-3MP-SWIR 3 MP 1” F1.4 C16 mm Manual / Short Wave IR

VZ-DF25M-3MP-SWIR

3 MP

3 MP

1”

1”

F1.4

F1.4

C

C

25 mm

25 mm

Manual

Manual / Short Wave IR

VZ-DF25M-3MP-2

VZ-DF35M-3MP-SWIR

3 MP

3 MP

1”

1”

F1.4

F1.4

C

C

35 mm

35 mm

Manual

Manual / Short Wave IR

VZ-DF35M-3MP-2

MP Vari-Focal Day/Night (IR)

VZ-A338VDCIR-MP 1.3 MP

VZ-B880VDCIR-MP

1.5 MP

1.5 MP

1/3”

1/2”

1/2”

F1.4

F1.6

F1.6

CS

C

C

3.3 ~ 8 mm

8 ~ 80 mm

8 ~ 80 mm

DC

Manual

DC

VZ-B880VIR-MP

VZ-F850AVDCIR-5MP

3 MP

5 MP

1/2.7”

1/2.7”

F1.5

F1.6

CS

CS

3.1 ~ 12 mm

8 ~ 50 mm

DC

DC

VZ-F312AVDCIR-3MP

MP Motorized Day/Night Zoom

VZ-D2.7X24MIR-MP-6W

4 MP

4 MP

1”

1”

35X

2.7X

C

C

24 ~ 65 mm

24 ~ 65 mm

3-Motor w/presets

3-Motor

VZ-D2.7X24MIR-MPZFI-6W

4 MP 1” 2.7X CS24 ~ 65 mm DCVZ-D2.7X24RDCIR-MP-4W

MP Motorized & Manual Zoom

VZ-C6X11M-MP-6W 3.6 MP

3.6 MP

2/3”

2/3”

6X

6X

CS

C

11 ~ 66 mm

11 ~ 66 mm

3-Motor

ManualVZ-C6X11DC-MP

F1.6

F1.6

F1.5

2 MP 1/1.8” 16X C9 ~ 144 mm DCVZ-E16X9DCIR-MP-4W F1.6

2 MP 1/1.8” 16X C9 ~ 144 mm DC-IR w/presetsVZ-E16X9DCIR-MP-PZF-4W F1.6

F1.8

F1.8

MP Fixed Focal Length 

VZ-C8M-3MP 3 MP

VZ-C25M-3MP

3 MP

3 MP

2/3”

2/3”

2/3”

F1.4

F1.4

F1.4

CS

C

C

8 mm

16 mm

25 mm

Manual

Manual

Manual

VZ-C16M-3MP

3 MP

5 MP

2/3”

2/3”

F1.4

F2.8

C

C

35 mm

8 mm

Manual

Manual

VZ-C35M-3MP
VZ-C8M-5MP
VZ-C12M-5MP

VZ-C25M-5MP
VZ-C16M-5MP

5 MP

5 MP

2/3”

2/3”

F1.8

F1.4

C

C

12 mm

16 mm

Manual

Manual

5 MP 2/3” F1.4 C25 mm Manual

VZ-CH50M-3MP 3 MP 2/3” F2.0 C50 mm Manual

3 MP 1/1.8” F1.4 C16 mm ManualVZ-EH16M-3MP
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プリセット(pzfi) 対応ズームレンズ

メガピクセルレンズ
全てガラス | 日本製|４年保証



Vari-Focal

MODEL
VZ-A163VDC

FORMAT
1/3”

APERTURE
F1.4

MOUNT
CS

FOCAL LENGTH
1.6 - 3.4 mm

IRIS
DC

1/3” F1.4 CS5 - 55 mm ManualVZ-A555VM
VZ-A582VDC 1/3” F1.8 CS5.5 - 82.5 mm DC

VZ-B612VM 1/2” F1.4 C6 - 12 mm Manual

Vari-Focal Day / Night (IR)

VZ-A308VDCIR 1/3” F1.2 CS3 - 8 mm DC

1/3” F0.95 CS3 - 8 mm DCVZ-A308AVDCIR

Vari-Zoom (Vari-Focal Price, Zoom Lens Performance)

VZ-A6X65M
VZ-A6X65DC
VZ-B851M

1/3”

1/3”

1/2”

F1.4

F1.4

F1.6

CS

CS

C

6.5 - 39 mm

6.5 - 39 mm

8.5 - 51 mm

Manual

DC

Manual

Fixed Focal Length - FA type with Lock Screws

VZ-BF6M-2

VZ-BF35M

1/3”

1/2”

1/2”

F1.0

F1.0

F1.4

C

C

C

6 mm

12 mm

35 mm

Manual

DC

Manual

VZ-BF12M-2

VZ-CF16M-2 1/2” F1.4 C16 mm DC

1/2” F1.6 C8.5 - 51 mm DCVZ-B851DC

VZ-B10X85DC

1/2”

1/2”

F1.6

F1.6

C

C

8.5 - 85 mm

8.5 - 85 mm

Manual

DC

VZ-B10X85M

MODEL MOUNT

Manual Zoom

VZ-B6X8M

VZ-B6X8DC
VZ-B6X8M-Mold

FORMAT
1/2”

FOCAL LENGTH
8 - 48 mm

APERTURE
F1.0 C

ZOOM
6X

IRIS
Manual

1/2” 8 - 48 mm F1.0 C6X Manual

1/2” 8 - 48 mm F1.0 C6X DC

VZ-C6X11DC
VZ-C6X11M-Mold 2/3” 11.5 - 69 mm F1.4 C6X Manual

2/3” 11.5 - 69 mm F1.4 C6X DC
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標準レンズ
ViewZはセキュリティ用バリフォーカルレンズを開発し
て以来、Cマウント、CSマウントレンズの開発に注力
し、各分野で必要なレンズを出荷してきました。セキュ
リティカメラ用だけでなく、監視用途、マシンビジョン
用途、医療用と幅広く高精細度のレンズ要求に対応しま
す。開発、生産はすべて日本です。



Fixed Focal Length

MODEL
VZ-AF2.8DC
VZ-AF4M

FORMAT
1/3”

1/3”

APERTURE
F1.3

F1.2

MOUNT
CS

CS

FOCAL LENGTH
2.8 mm

4 mm

IRIS
DC

Manual

1/3” F1.2 CS4 mm DCVZ-AF4DC
VZ-AF8M 1/3”

1/3”

F1.2

F1.2

CS

CS

8 mm

8 mm

Manual

DCVZ-AF8DC
1/2” F1.6 C3.5 mm DCVZ-BF3.5DC

VZ-BF6DC
VZ-BF12DC

1/2”

1/2”

F1.4

F1.4

C

C

6 mm

12 mm

DC

DC

VZ-BF35DC

VZ-CF4.8DC

1/2”

2/3”

2/3”

F1.2

F1.8

F1.8

C

C

C

35 mm

4.8 mm

4.8 mm

DC

Manual

DC

VZ-CF4.8M

2/3” F1.8 C4.8 mm VideoVZ-CF4.8AI
VZ-CF7.5AI

VZ-DF25M

2/3”

2/3”

1”

F1.4

F1.8

F1.4

C

C

C

7.5 mm

50 mm

25 mm

Video

Manual

Manual

VZ-CF50M

1” F1.4 C25 mm VideoVZ-DF25AI

VZ-DF50M

1”

1”

F1.8

F1.8

C

C

50 mm

50 mm

DC

Manual

VZ-DF50DC

1” F1.8 C50 mm VideoVZ-DF50AI
VZ-DF75DC 1” F1.8 C75 mm DC

1” F1.8 C75 mm VideoVZ-DF75AI

STANDARD - Motorized Zoom Lenses

MODEL MOUNTFORMAT FOCAL LENGTH APERTUREZOOM IRIS
VZ-A6X6.5MAI-4W 1/3” 6.5 - 39 mm F1.0 CS6X Video

VZ-A10X6.5M-6W 1/3” 6.5 - 65 mm F1.4 CS10X 3-Motor

VZ-A10X6.5M-PZFI-6W 1/3” 6.5 - 65 mm F1.4 CS10X 3-Motor with presets

VZ-A10X6M-PZFI-6W 1/3” 6 - 60 mm F1.0 CS10X 3-Motor with presets

VZ-B6X8MAI-4W 1/2” 8 - 48 mm F1.0 C6X Video

VZ-B6X8M-PZFI-6W 1/2” 8 - 48 mm F1.0 C6X 3-Motor with presets

VZ-B10X85M-PZFI-6W 1/2” 8.5 - 85 mm F1.6 C10X 3-Motor with presets

VZ-B10X8M-PZFI-6W 1/2” 8 - 80 mm F1.2 C10X 3-Motor with presets

VZ-B21X10M-6W 1/2” 10 - 210 mm F1.5 C21X 3-Motor

VZ-B21X10M-PZFI-6W 1/2” 10 - 210 mm F1.5 C21X 3-Motor with presets

VZ-C6X11MAI-4W 2/3” 11.5 - 69 mm F1.4 C6X Video

VZ-C10X10M-6W 2/3” 10 - 100 mm F1.4 C10X 3-Motor

VZ-C10X10MAI-4W 2/3” 10 - 100 mm F1.4 C10X Video

VZ-C10X10M-PZFI-6W 2/3” 10 - 100 mm F1.4 C10X 3-Motor with presets

VZ-D10X16AI-4W 1” 16 - 160 mm F2.2 C10X Video

Please visit our website for our extensive analog lenses.
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ViewZのレンズは、高品質で管理された日本の工場で市場価格を
重要視し開発、生産され、全世界の多くのユーザーに満足をい
ただいています。

• 空港、銀行、ファイナンス業界
• 集中監視施設、カジノ、遊戯施設
• 商業施設、教育、官庁、病院施設
• マシンビジョン、湾岸監視、接道
• 住宅施設、店舗、スポーツ施設、レジャー施設
• 交通監視、ユティリティ施設

主な使用環境



SPECIFICATION

Affordable Monitor Size

Model Name

VZ-WM05

9 ~ 24”

Mount VESA 50x50 / 75x75 / 100x100

Profile / Extension 0.59” ( 15 mm ) / -

Load Capacity Max. 66 lbs / 30 kgs

Construc�on Metal

Tilt -

VZ-AP200

27 ~ 32”

VESA 50x50 / 75x75 / 100x100

200x100 / 200x200

0.07” ( 2 mm ) / -

Max. 66 lbs / 30 kgs

Metal

-

Swivel (Pan) - -

VZ-AM01

9 ~ 24”

VESA 75x75 / 100x100

 - / 1.96” ~ 14.44” (50 ~ 367 mm)

Max. 33 lbs / 15 kgs

Metal

-70° ~ 70°

-90° ~ 90°

VZ-AM02-A

9 ~ 32”

VESA 75x75 / 100x100 / 200x100

200x200

- / 2.3" ~ 14" ( 58.42 ~ 355.6 mm )

Max. 44 lbs / 20 kgs

Metal

-5° ~ 12°

-90° ~ 90°

Weight 2 lbs (0.45kg) 2 lbs (0.9kg) 3.75 lbs (1.7kg) 4.5 lbs ( 2.04 kg )

Dimension ( W x H x D ) 5.5 x 4.7 x 0.6” (140 x 120 x 15 mm) 8.66 x 8.66 x 0.07” (220 x 220 x 2 mm)

VZ-WM11

9 ~ 24”

VESA 50X50 / 100x100

2.44” (62mm) / -

Max. 22 lbs / 9.9 kgs

Metal

-30° ~ 30°

-45° ~ 45°

1 lbs (0.45kg) 

4.5 x 4.5 x 2.4” (115 x 115 x 61.9 mm) 6.7 x 14.44” (170 x 367 mm) 9 x 8.4 x 2.3" (228.6x213.4x58.4mm)

Compa�ble ViewZ Monitor VZ-32CMP, VZ-215/32IPM,VZ-17/19RTN, VZ-215IPM,

27, 32” IP PVM-N, VZ-215D2IP-L, VZ-19/22/24/27 CMP, 

32 & 43” Smart AD PVM

-

23,27,32” IP-PVM-N, Smart AD PVM

VZ-101RTC, VZ-17/19RTN, VZ-215IPM,

VZ-19/22/24 CMP, VZ-215LED-L1

10” IP/HD PVM, 13&15” SmartADPVM 

VZ-101RTC, VZ-17/19RTN, VZ-19/22/24 CMP,

VZ-215D2IP-L, VZ-215LED-L1, VZ-215IPM

10” IP/HD PVM, 13 & 15” SmartADPVM 

VZ-SM01

9 ~ 22”

VESA 75x75 / 100x100

 - / 12.0” ~ 18.9”(327-479mm)

Max. 3 lbs / 1.4 kgs

Metal

-

-

VZ-SCM

9 ~ 19”

VESA 75x75

Mount to 1.25"(32mm)~2.5"(64mm) pole

- / 3.22" ~ 15.41" ( 82 ~ 392 mm )

Max. 22 lbs / 10 kgs

Metal

360° rota�on

-180° ~ 180°

-6 lbs ( 2.72 kg )

3.5 x 5.4 x 18.9” (88 x 136 x 479 mm)4.72x3.54x15.41” (120 x 90 x 392mm)

VZ-101RTC, VZ-17/19RTN, VZ-101RTC, VZ-17/19RTN, 

VZ-22CMP, 10” IP/HD PVM-N,

13 & 15” Smart AD PVM

VZ-22/24CMP, 10” IP/HD PVM,

13 & 15” Smart AD PVM 

Wall Mounts

SPECIFICATION

Affordable Monitor Size

Model Name

VZ-WM50

27 ~ 32”

Mount VESA 200 x 200 / 400 x 200

Universal Pa�ern Range

Profile / Extension 1.77" ( 45 mm ) / - 

Load Capacity Max. 165 lbs / 75 kgs

Construc�on Metal

Tilt 10° ~ 0°

VZ-AM03

40 ~ 55”

VESA Min.200x200 ~ Max.800x400 

Universal Pa�ern Range Universal Pa�ern Range Universal Pa�ern Range

- / 4.92 ~ 20.27” (125 ~ 515 mm)

Max. 132 lbs / 60 kgs

Metal

-15° ~ 15°

Swivel (Pan) / Level - -5° ~ 5° (Level Adjustment)

VZ-XMS

45 ~ 80”

VESA Min.200x200 ~ Max.800x400 

- / 3.74 ~ 11.22” ( 95 ~ 285 mm )

Max. 154 lbs / 70 kgs

Metal

- 20° ~ +40° (Ver) / ± 30° (Hor)

-

Weight 4 lbs ( 1.81 kg ) 22 lbs ( 9.97kg ) 25.0 lbs ( 11.33 Kg )

Dimension 18.3 x 10.6 x 1.77” (464x270x45 mm) 8.66 x 8.66 x 0.07” (220x220x2 mm)

VZ-WM71

40 ~ 65”

VESA Min.400x400 ~ Max.800x600

1.97” ( 50 mm )/ -

Max. 165 lbs / 75 kgs

Metal

-10° ~ 0°

-

7 lbs ( 3.17 kg )

33.2 x 21.3 x 1.9” (845 x 543 x 50 mm) 44.6 x 19.0 x 3.7” (1134x519x95mm)

Compa�ble ViewZ Monitor VZ-32CMP, VZ-32IPM, VZ-32CGM, VZ-43CMP, VZ-49/55UNBS, VZ-55 EHB/ENB/SHB/SNB, VZ-55 EHB/ENB, VZ-49/55UNBS, 

23, 27, 32” IP PVM-N, VZ-55 EHB/ENB, VZ-43/55/65 UHD

32 & 43” Smart AD PVM

VZ-43/55/65 UHD, VZ-49/55UNBS, VZ-43/55/65 UHD, VZ-75 IBX-T

32” Smart AD PVM - -

Universal Pa�ern Range

VZ-FSM2X2

32 ~ 86”

VESA Min.100x100 ~ Max.600x400 

- / 3.74 ~ 11.22” ( 95 ~ 285 mm )

Max. 154 lbs / 70 kgs

Metal

- 3° ~ + 3° 

Depth & Level Adjustable

110.0 lbs ( 50 Kg ) per screen

77.2x70.9x37.4” (1960x1800x950mm)

VZ-55 EHB/ENB, VZ-49/55UNBS, 

VZ-43/55/65 UHD, VZ-75/86IBX-T

-

Wall Mounts Video Wall Mounts
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ViewZの壁取付金具は、簡単なフラッ
ト取付金具からスイング取付金具、
ポール取付金具、スラント取付金具等
全ての用途に合わせたモニター取付金
具を用意しています。またビデオウ
オールモニターの設置に適した引き
出 し型取付金具,フリースタンドも
用意しています。

壁取付金具



SPECIFICATION

Affordable Monitor Size

Model Name

VZ-CM308

17 ~ 43”

Mount VESA  50 x 50 ~ 200 x 200

Installa�on Range 3 � ~ 8 � / 0.94 ~ 2.45 m

with CM-EW/B

Load Capacity / Construc�on Max. 66.1 lbs ( 30.0 kg ) / Metal

3 � ~ 18 � / 0.94 ~ 5.48 m

Tilt / PAN Rota�on -5° ~ 45° / 360°

VZ-CM-EB / VZ-CM-EW

-

-

3.08 � ~ 5.24 � / 0.93 ~ 1.59 m

-

Metal

-

PAN Rota�on 360° -

Net / Gross Weight 16.09 lbs (7.3kg) / 18.29 lbs (8.3kg) 5.51 lbs ( 2.5 kg ) / 6.17 lbs ( 2.8 kg )

Dimension - Pole (R x Length) TOP: Ø1.49 x 32.67" / Ø38 x 830 mm

Mid: Ø1.65 x 33.26" / Ø42 x 845 mm

LOW: Ø1.49 x 32.6" / Ø38 x 827 mm

TOP: Ø1.49 x 32.67" / Ø38 x 830 mm

Dimension - Plate (W x H x D) 9.1 x 8.66 x 5.6” (230 x 220 x 142 mm) -

Compa�ble ViewZ Monitor 23, 27 & 32” IP PVM-N, 32 & 43” Smart AD PVM, VZ-32/43CMP, VZ-34CGM

Telescopic Ceiling Mounts

Extension

SPECIFICATION

Affordable Monitor Size

Model Name

Mount

Load Capacity

Construc�on

Tilt

Rack

Weight

Dimension (W x H x D)

DIM (W x H x D)

Compa�ble ViewZ Monitor

1.45 ~ 3.14” (37 ~ 80 mm)

VZ-RMK08

8 ~ 23”

Universal / VESA 75x75 / 100x100

Max. 20.4 lbs / 9.25 kg

Metal

±35° / ±22° (20” monitor)

4U

3.08 lbs / 1.4 kg

18.9 x 7.4 x 2.8” (481x188.9x70.8 mm)

17.3 x 7.2 x 1.8” (441.2x182.9x46 mm)

VZ-101RTC, VZ-17/19RTN

VZ-19CMP, VZ-22CMP, VZ-215IPM

VZ-215LED-L1

Installa�on Range/Extension

SPECIFICATION

Affordable Monitor Size

Model Name

VZ-CMKit-01

23 ~ 42”

Mount VESA Min.75x75 ~ Max.200x200 

-

Load Capacity Max. 110 lbs / 50 kgs

Construc�on Metal

Tilt 5° (Up) ~ 12° (Down) 

VZ-CMKit-02

23 ~ 42”

VESA Min.75x75 ~ Max.200x200 

35.43" ( 900 mm ) 14.55" ( 369.57 mm )

Max. 110 lbs / 50 kgs

Metal

5° (Up) ~ 12° (Down) / ±80° (Top)

PAN Rota�on 360° 360°

Weight 6.21 lbs / 2.82 kg 10.78 lbs / 4.89 kg

Dimension - Plate (W x H x D) 8.7 x 9.9 x 3.54” (220x252x90 mm) 8.7 x 9.9 x 3.54” (220x252x90 mm)

VZ-CMKit-03

23 ~ 32”

VESA Min.75x75 ~ Max.200x200 

Max. 110 lbs / 50 kgs

Metal

5° (Up) ~ 12° (Down) / ±5° (Level)

360°

8.31 lbs / 3.78 kg

35.6 x 17.3 x 4” (904x440x103 mm)

Dimension - Pole (R x Length) Ø 1-1/2" x 3" / Ø 38.1 x 76mm Ø 1.88 x 35.43" / Ø 48 x 900mm Ø 2.3x8.7~14.55ʺ/58.9x221~369.6mm

Compa�ble ViewZ Monitor VZ-34CGM, VZ-32IPM, VZ-27/32/43CMP, 23”, 27” & 32” IP PVM-N, 32 & 43” Smart AD PVM

-

35.43" ( 900 mm )

VZ-CMKit-04

37 ~ 70”

VESA Min.200x200 ~ Max.800x400

Max. 110 lbs / 50 kgs

Metal

5° (Up) ~ 12° (Down) / ±5° (Level)

360°

11.06 lbs / 5.02 kg

35.6 x 17.3 x 4” (904x440x103 mm)

Ø 1.88 x 35.43" / Ø 48 x 900mm

VZ-43CMP, VZ-49/55UNBS, VZ-55 EHB & ENB, VZ-55 SHB & SNB, VZ-43/55UHD

-

14.55" ( 369.57 mm )

VZ-CMKit-05

37 ~ 70”

VESA Min.200x200 ~ Max.800x400

Max. 110 lbs / 50 kgs

Metal

5° (Up) ~ 12° (Down) / ±5° (Level)

360°

17.98 lbs / 8.16 kg

35.6 x 17.3 x 4” (904x440x103 mm)

Ø 2.3x8.7~14.55ʺ/58.9x221~369.6mm

Ceiling Mounts Universal Rack Mount

Mid: Ø1.65 x 33.26" / Ø42 x 845 mm

COLOR 
Option

COLOR 
Option
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錆防止の仕上げ

長さを自由に調整できる取付金具

ケーブル収納可
ViewZの天井取付金具のパイプはケーブルを収納
できるようケーブル穴を設けており、プロフェッ
ショナルな設置工事が出来ます。

ViewZの延長可能取付金具は、錆防止用にパウダーコーティ
ングを施しています。

ViewZの延長可能取付金具は、長さを自由に調整でき、多くの
VESAサイズにも対応し、取り付け後にモニターの角度、向きも変
えられるメカニズムを有し、設置工事を容易にします。

延長可能ポール取付金具
天井 取付金具



VZ-DC24-320

KEY FEATURES
• 20 ~ 26.4 V adjustable voltage for increased 
   life-span
• Fully tested for 23", 27", 32", 43" dual voltage 
   HD-PVM-N, IP PVM-N and Smart AD PVM 
   series PVMs
• Built-in ac�ve PFC (power factor correc�on) 
   func�on - power factor > 0.95 
• A low profile enclosed power supply with PFC 
   func�on 
• 30mm low profile design for 1U installa�on 
• Conformal coa�ng and green LED per output 
• Over voltage / overload / over current / 
   short-circuit protec�on

OUTPUT VOLTAGE  DC 24V
INPUT VOLTAGE  88 ~ 264 VAC, 124 ~ 370 VDC
EFFICIENCY 89%
ENCLOSURE  Steel w/ securable Door
SAFETY   UL/cUL - IEC 60950-1

VZ-PSU2-N

KEY FEATURES
• Fully tes�fied for 10.1" RTC, 17" & 19" RTN and 
   19", 22" & 24" CMP, CME models
• Green “power on” LED indicator
• Energy efficiency ra�ng: V 
• Compact & lightweight
• Complies with interna�onal safety standards & 
   environmental protec�on requirements 
• Over-voltage / overload / over-current/ short 
   circuit protec�on 
• Complies with Environmental Protec�on 
   Requirements 
• Long life span: 50,000 hours MTBF

OUTPUT VOLTAGE  DC 12V / 36 W
OUTPUT CURRENT  3 A
INPUT VOLTAGE  100 ~ 240V AC, 50/60Hz, 1.5 A
ENCLOSURE  PC, ABS, or equivalent
SAFETY   UL, KCC, CCC, TUV/GS, PSE, C-Tick
EMI   CE, FCC/cUL, GB, PSE

VZ-PE24

KEY FEATURES
• Single-port gigabit PoE midspan 
• Automa�c detec�on and protec�on of 
   non–standard Ethernet terminals 
• Safety : UL60950-1, IEC 60950-1:2005+A1
• EMI : FCC Class B, EN55022:2010, 
   EN55024:2010 
• Supports 10/100/1000 Base-T applica�ons 
• Internal AC/DC converter
• Automa�c detec�on and protec�on against 
   non–standard Ethernet terminals 
• Compact design fits easily in WLAN access 
   point and IP cameras installa�ons

ETHERNET OUTPUT VOLTAGE  DC 48V / 24W
INPUT VOLTAGE  90 ~ 240V AC, 47/63Hz, 0.6A
ENCLOSURE  PC material
SAFETY   UL/cUL - IEC 60950-1:2005+A1
EMI  EN55022:2010, EN55024:2010, FCC Class B, 
EU, AR, BR, UL/cUL, CCC, Mexico, RCM
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出力48V DC / 24W PoEインジェクター

出力24V DC / 320W電源トランス 出力12V DC/ 36 W AC/DC電源トランス



PVM

• セキュリティ 監視施設
• Loss Prevention Manager’s Office

CGM
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製品 納入例

• 病院施設
• 店舗、スーパーマーケットt
• 学校施設

ビデオウオール レンズ

• セキュリティ 監視施設
• NOC ルーム

• 検査
• 研究用

• セキュリティ 監視施設
• 店舗

• 遠隔監視
• 院内監視
• 銀行施設監視

CME, CMP, RTN, RTC IPM



www.ViewZUSA.com
For more information, please visit

DRIVING VISUAL INNOVATION

Grade “A” Panels, 24/7 Operation
and 3 Year Factory Warranty

ViewZ and identifying product names and numbers herein are registered trademarks of ViewZ. All non-ViewZ brands and product names are trademarks or 
registered trademarks of their respective companies. Product appearance, build status, and/or specifications are subject to change without notice. 
Copyright © ViewZ. All rights reserved.

* Availability of product may vary by country / region.
* Product specifications in this brochure can change. Please confirm details on our website.

ViewZ USA
177 W. Orangethorpe Ave.,
Placentia, CA 92870

sales@viewzusa.com

1-714-996-1177

1-714-996-1138

1-888-99-ViewZ

Monday-Friday 7am - 5pm

techsupport@viewzusa.com

1-714-996-1177

Monday-Friday 8am - 5pm

BRINGING INNOVATION TO COMMERCIAL GRADE MONITORS

VIDEO WALL DISPLAYS, PROCESSORS & MOUNTING OPTIONS

WIDE VARIETY OF MODELS AVAILABLE, ALL GLASS OPTICS, 
MADE IN JAPAN, 4 YEAR WARRANTY

FULL HD OVER-COAX AHD, TVI, CVI & CVBS AND IP CAMERAS

TRUE HYBRID DVRS
DVR

プロフェッショ
ナルモニター

ViewZモニターは、優れた色再現とはるかに
高い信頼性を備えた商用グレードの「A」パ
ネルで構築されています。 ViewZモニターは
、24時間年中無休で動作するように設計され
ており、3年間の工場保証が付いています。

販売 テクニカルサポート

セキュリティ

ビデオウオールとサイネージ

レンズ

カメラ

            プロダクト
総合カタログ


