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ViewZ 07212022-Rev. A

IP SEARCH
nstuctons

Note

e |P Search tool finds IP devices on the network, change the IP address of devices and upgrade the firmware
of devices. Here are the steps to use this program.

u Connect the computer in LAN, and double click the icon (under "IPSearch Tools" folder) to execute the
program.
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IP SEARCH

2. Software Interface

n Software interface shown below will appear.

@ & Search settings

ProductModel SoftwareVersion

0 Device is searched 0 Login successful

[ display content

[] selectal [ ® ALL O IPC O NVR O DVR O Face Recog
DeviceTime

Status

P

Number ‘ DevicelD ‘ Port

| Add device || Delete device

Modify ip
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ViewZ

IP SEARCH
st

u Click “Start” button to automatically search the IP devices on the network, as shown below.

0 peviceis searched 0 Login successful @earch settings

[] Selectall l @ ALL O IPC O NVR O DVR (O Face Recog \ \ W display content

Status | MgductModel SoftwareVersion | DeviceTime

1]
|
]

Number | DevicelD | Port | P |

Click to search or stop to search

the IP devices

Modify ip ‘ Add device ‘ | Delete device

It will search for IP devices on the same network, and show the “Device ID”, “IP Address” ,”Product Model”
and “Software Version”

You can click “Search Icon” to stop the search when you find device/devices that you want.
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IP SEARCH

u To change the IP address of the desired IP device, select the device from the list and then click "Modify IP".
You can also change the other network parameters by doing the same.

Q -
6 Devices are searched 5 Login successful 4 Search settings
[] Selectall [ ® ALL O IPC O NVR O DVR O Face Recog ' display content
MNumber ‘ DevicelD ‘ Port P Status ProductModel SoftwareVersion DeviceTime
30001 192,168.255.229 Connection failed iPVMZ ¥3.3.0701.1002.147.0.70.1.20
30001 192,168.0.220 Online iPYMZ ¥3.6.1601,1004.147.0.12.9.... 2022-02-28 14:29:53
192.168.0.193 Online v3.5.0804.1003.147.0.27.1...
192,168.0.120 Online ¥3.5.0804,1003.147.0.27.1...
192.168.0.99 Online v3.3.0701.1002.147.0.70.1.23
192,168.0.222 Online ¥3.6.1601,1004.147.0.12.9.... 2022-02-28 22:29:50
1. Check the box to select the device
H 1 H ]
2. Click 'Modify IP' button
| Add device || Delete device
Modify IP Modify IP Modify IP
Mode & Static ) DHCP Mode & Static ) DHCP Mode () Static & DHCP
Begin IP ‘ 192 . 168 . 0 . 183 ‘ Begin IP ‘ 192 . 168 . 0 . 183 ‘ Begin IP ‘ 192 . 168 . 0 . 193 ‘
[] setto same IP [] setto same IP [ setto same IP
Subnet mask ‘ . . . ‘ Subnet mask ‘ . . . ‘ Subnet mask ‘ . . . ‘
Gateway ‘ . . . ‘ Gateway ‘ . . . ‘ Gateway ‘ . . . ‘

When click "Modify IP" button, The 'Static' option let you type The 'DHCP' option will let
this window will popup. You can the IP address / subnet mask / you have a proper IP address
choose 'Static' or 'DHCP' option. gateway. automatically.

User Manual Visit the ViewZ USA website at https://www.viewzusa.com 5



ViewZ

IP SEARCH

07212022-Rev. A

5. Complete

Once the changes have take place, the message shown below will be prompted to confirm the change.

= - 0O x
5 Devices are searched @ o
AL [ nvr [/ 1ec [ DVR [] online
O |De'vica D ‘ Port P Platform |PmductModeI Software Version Device Time
09CA1S 30001 192.168.0.99 0701 iPVYMZ v3.2.0701.1002.147.0.70.0.11
]  10CA2F 30001 168.0. v3.5.0804.1003.147.0.27.13.12
[ 10ca41 30001 v3.5.0804.1003.147.0.27.13.12
]
[ 113848 30001 13.6.0804.4000.3.0.5.5.0 2019-10-02 13:49:46
Modify Ip 1 device Is selected + i
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FIRMWARE UPGRADE

6. Firmware Upgrade

ViewZ

u To update the firmware of the desired IP device, select the device from the list and then click "Upgrade".

5 £ Search settings

6 Devices are searched 4 Login successful

[] selectall { ® ALL O IPC O NVR O DVR (O Face Recog

MNumber ‘ DevicelD ‘ P ‘ ProductModel ‘ SoftwareVersion ‘ UpgradePort ‘ Upgrade status
(m 1BOTE7 192.168.0.222 iPYMZ v3.6.1601.1004.147.0.12.9.... 8083
[J2 0e31sc 192.168.255.229 iPVMZ v3.3.0701.1002.147.0.70.1.20 8083
= 192.168.0.99 iPYMZ v3.3.0701.1002.147.0.70.1.23 8083

192.168.0.120 iPVMZ v3.5.0804.1003.147.0.27.1... 8083

&  10BE1S 192.168.0.193 v3.5.0804.1003.147.0.27.1... 8083

1. Click 'Firmware Update' button
2. Check the box to select the device

3. Click 'Choose File' button & select the firmware file
4. Click 'Upgrade' button to upgrade the firmware

| D:,N|ewZ_Ernd’|ure,’SEmrltyfVZ—IPP\«'MNeijoﬂwani Choose File

* Do not power off during the upgrade process, the device will restart automatically after the upgrade is successful.

[] reset Forced to upgrade

5. Do not turn off the 'IPSearchTool' program and selected device during the process of upgrade. When you

click the 'Upgrade button', the message will be popup on the '®" area. The displaying message is 'uploading,

upgrading and success'. When you see the 'success' message, the selected device will be automatically

rebooting.
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FIRMWARE UPGRADE

6. Firmware Upgrade

u After upgradinig of firmware, you should reset the sensor(IPC) and then restore to Factory Default to apply the
upgrading.

To reset the sensor, you have 2 choices - go to 'Configuration’ or right-click on the Live Video stream - web IP
management software on the browser.

Live Video

Playback Personnel Count Configuration

& Sensor Setting
[E) Device Info

# Stream
{53 Sensor Setiing

Standard mode hd
Mode Btandsramode ~']

[ Device Scheme 1

@/ Intelligent Angi®

Scheme

--{ Al Multiobject
- Device Record
Privacy Masking
& Network Service
£ Privilege Manager
H Protocol

% Device Log

@ @

DayNight | Noise Reduction Enhance Image Zod < | =

N 1. Click 'Configuration' tab
8 Local Confg 2. Click 'Sensor Setting' tab
3. Click 'Factory Setting' to reset the sensor (IPC)
4. Or right click on the live stream video are and click
'Factory Setting' button on the window

88 ritp/192a

32 Viewz P Management O

Live Video Playback Personnel Count

*

Switch Mode | None Start Time | gg

End Tine |24 o 00

Save

Note: ActiveX is being used to play live video now
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FIRMWARE UPGRADE

ViewZ

6. Firmware Upgrade

u To restore Factory Default, go to 'Maintenance' and click 'Restore to Factory Default' button - web IP
management software on the browser.

& Camera Maintenance

Restart

Auto Reboot
Reboot Interval
Time

Update

Reserve IP setting

Restore To Factory Default

Save to local Hard Drive

Load from Local Hard Drive

[]'Sun [ Mon [] Tues [] Wed [] Thur ] Fri (] Sat

Please select upgrade file g

Please choose 1]
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